
GO sse
CONFIDENTIAL 'o°2"i°ai

ExpiresMarch31, 2007UNITED STATES
DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.

UTU-73006BUREAU OF LAND MANAGEMENT
6. If Indian,Alloteeor TribeNameAPPLICATIONFOR PERMIT TO DRILLOR REENTER

n/a

la. Typeofwork: DRILL REENTER 2 IfUnitor CAAgreement,Nameand No.
Prickly Pear Unit/UTU-079487

8. LeaseNameandWellNo.
Ib. Typeof Well: OilWell GasWell Other SingleZone MultipleZone Prickly Pear Unit Fed #9-17-12-15
2. Nameof Operator 9. API WellNo.

BILL BARRETT CORPORATION pending 3-0 O ~7
- /

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNO. (include area code) 10.Fieldand Pool,orExploratory
(303) 312-8134

1
ch-Mesaverde

4. Locationof Well(Report location clearly and in accordancewith any Staterequirements.* '7 Q ‡ jgg 11.Sec.,T. R.M. or Blk.andSurveyor Area
Atsurface NESE, 2057' FSL, 687' FEL

-|| Û Sec. 17, T12S-R15E
Atproposedprod.zone Same |0 f.

14. Distanceinmiles and directionfromnearest townor post onice* 12. Countyor Parish 13. State
approximately 45 miles from Myton, Utah Carbon UT

15. Distancefromproposed* 16 No.of acres inlease 17.SpacingUnitdedicatedtothiswell
locationtonearest
propertyor leaseline,ft.
(Alsotonearestdrig.unitline,if any) 68T 2054.68 40 acres

18. Distancefromproposedlocation* 19. ProposedDepth 20. BLM/BIABondNo. on file
tonearestwell, drilling,completed,
applied for,on this lease,ft. 16' 7600' Nationwide Bond #WYB000040

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 21 Approximatedateworkwill start* 23. Estimatedduration
7421' ungraded ground 10/12/2007 45 days

24. Attachments
Thefollowing,completed in accordance withtherequirements of OnshoreOilandGasOrderNo.1, shallbeattachedtothis fonn:

1. Wellplatcertified bya registered surveyor. 4. Bondtocover the operationsunlesscovered by an existing bondon file (see
2. ADrillingPlan, ltem20 above).
3. A SurfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification

SUPOshallbe filedwith theappropriate ForestServiceOffice). 6. Suchothersite specific informationand/or plansas maybe required bythe
authorized officer.

25. Signature / Name(Printed/Typed) Date
Tracey Fallang

Title

A d by

navirronment Analyst {

NameË$$$Y
G. HlLL 03

Title offikNVIRONMENTALMANAGER

Applicationapproval doesnot warrantor certify that theapplicant holdslegalorequitable titletothoserights inthesubjectleasewhich wouldentitlethe applicantto
conduct operations thereon.
Conditionsof approval,ifany,areattached.

Title18U.S.C.Section1001andTitle43 U.S.C.Section1212,make it a crime foranypersonknowinglyand willfully to make to any departmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsastoanymatterwithinitsjurisdiction.

*(Instructionson page 2)

RECEIVED

FederalApproval of this
U2007

Action Is Necessary gjy GAS&



BILL BARRETT CORPORATION
Ti2S, Ri5E, S.L.B.&M. Well location, PRICKLYPEAR UNIT FEDERAL

#9-17-12-15, located as shown in the NE 1/4
SE 1/4 of Section 17, T12S, R15E, S.L.B.&M.,

S89'50'W - 5282.64' (G.LO.) Corbon County, Utoh.
BASIS OF ELEVATION

COTTON TRIANGULATIONSTATION, LOCATED IN THE NW 1/4 OF
SECTlON 31, T12S, R16E, S.LB.&M. TAKEN FROMTHE TWIN
HOLLOW,CARBON COUNTY, QUADRANGLE,7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR. GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKEDAS BEING 7386 FEET.

BASIS OF BEARINGS
BASISOF BEARINGSIS A G.P.S. OBSERVATION.

N

17
PR/CKLY PEAR UN/T
FEDERAL /9-17-12-15

z°o E/ev. Ungraded G'round = 7421 \ SC A LE\ paattittig
CERTIF LAND

14\S IS TO CERT)FYTHAT THE LAT WAS FROM
FIELDNOTES OF ACTUALSU Y
SUPERVISIONANDTHAT THE AND TO THE
BEST OF MY KNOREDGE ANE

,489wafE---5mffW ÛINNH ENGINEERING & laAND SURVEYING

86 SOUTH 200 FAST - VERNK UTAN 84078

(NAD 83) (435) 789-1017

LEGEND· LATITUDE= 39'46'19.73" (39.772147) SCALE DATESURVENED: DATEDRAWN:' LONGITUDE- 11015'13.94" (110.253872) 1°
= 1000' 09-28-06 10-02-·06

=
90° SYMBOL (NAD 27) PARTY REFERENCES

LATlTUDE=
39'46'19.86° (39.772183) D.R. R.P. C.H. G.L.O. PLAT

PROPOSED WEtt HEAD. ---tûtlGITUCC
- · 1101E 11.19" (119.2531€1) WEATH RE

A = SEC¶0N CORNERS LOCATED. WARM
_ _ _

BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PRICKLY PEAR UNIT FEDERAL #9-17-12-15
LEASE NO. UTU 73006

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defmed in 40 CFR
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DRILLING PROGRAM

BILL BARRETT CORPORATION
Pricklv Pear Unit Federal #9-17-12-15

NESE, 2057' FSL, 687' FEL, Sec. 17-T12S-Rl5E
Carbon County, Utah

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth - MD
Green River Surface
Wasatch 283T*
North Horn 4737'*
Dark Canyon 6557'*
Price River 6787'*
TD 7600'*

PROSPECTIVE PAY
*Members of the Mesaverde formation and Wasatch formation (inclusive of the
North Horn) are primary objectives for oil/gas.

4. Casine Program

II_ole SETTING DEPTH Casing Casing Casing
Size (FROM (TO) Size Weight Grade Thread Condition

12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New
8 3/4" surface 7,600' 5 ½" 17# N-80 LT&C New

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17#N-80. BBC is also evaluating the benefit
of using 4-1/2", 11.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

5. Cementing Program

9 5/8" Surface Casing Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft'/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 ft'/sx) circulated to surface with 100% excess
5 ½" Production Casing Approximately 1480 sx 50/50 Poz Premium cement with

additives mixed at 13.4ppg (yield = 1.49 R3/Sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 900'.

Note: Actual volumes to be calculated from caliper log.

Page
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Bill Barrett Corporation
Drilling Prograin
Prickly Pear Unit Federal #9-17-12-15
Carbon County, Utah

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 - 8.6 27 - 40 -- Native Spud Mud
40' - 1000' 8.3 - 8.6 27 -40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 -9.5 38-46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

7. BOP and Pressure Containment Data

D...eRÍll.IILte.I.YlLIS BS.fillB.ÌILutegg
0 - 1000' No pressure control required
1000' - TD l1" 3000# Ram Type BOP

11" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliarv Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog,Sonic-GR, all TD to surface.

Page
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #9-17-12-15
Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3755 psi* and maximum
anticipated surface pressure equals approximately 2083 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A -- (0.22x TD)

11. Drilling Schedule

Location Construction: October 12, 2007
Spud: October 19, 2007
Duration: 15 days drilling time

30 days completion time

Page
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wouname: Utah: West Tavaputs Field
operator B¡Il Barrett
Stang type: Surface

t.ocation: Carbon County, UT

Design parameters: Minimum design factors: Environment:
Collapse Collaose: H2S considered? No
Mud weight; 9.50 ppg Design factor 1.125 Surface temperature: 75.00 °F

Bottom hole temperature: 89 'F
Design is based on evacuated pipe. Temperature gradient: 1.40 *F/100R

Minimurnsection length: 1,00Q it

ALrst:
Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: 2,735 psi

Intemal gradient: 0.22 ps¡/ft
Calculated BHP 2,955 psi Tension: Non-directional string.

8 Round STO: 1.80 (J)
8 Round LTO: 1.80 (J)

Annular backup: 9.50 ppg Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (Si Re subsequent strings:

Next setting depth: 10,000 K
Tension is based on buoyed weight Next mud weight: 9.500 ppg
Neutral point: 859 ñ Next setting BHP: 4,935 psi

Fracture mud wf: 10.000 ppg
Fracture depth: 10,000 0
ínjection pressure 5,195 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ff}
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 6.79ô 77.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dorninic Spencer Phone: {303)312-8143 Date: August 1,2003
by: BIIIBarrett FAX: (303) 312-8195 Denver, Colorado

Remarks:
Collapseis based on a vetticaldepth of 1000 ft, a mud weigmof 9.5 ppg The casing is considered to be evacuated for collapsepurposes.
Collapse strength la based on the Westcpti, Dunlop &Kemier methodof biaxial correchenfor tension.

Burststrength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the
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we name: Utah: West Tavaputs
Operak BINBaffett
Sumg type: Ñf0düCfÍOn

t.ocaan: CarbonCounty,UT

Design parameters.• Minimum design factors: Environment:
Coltaose Colfanse: H2Sconsidered? Wo
Mud weight: 9.50 ppg Design factor 7.125 Surfacetemperature: 75.00 'F

Bottom hole temperature: 215 *F

Design is based on evacuated pipe. Temperature gradient: 1.40 'P/100ft
Minimumsection length: 1,500 11

Design factor 1.00 Cement top: 2,375 Il

Max anticipatedsurface
pressure: 4,705 psi

Intemal gradient 0.02 ps¡Mt
Calculated BHP 4,935 psi Tens Jon: Non-directional stäng.

8 Round STC: 1.80 61)
8 Round LTC: 1.80 (J)

Annular backup: 9.50 ppg Buttress: 1.80 (J)
Pretnium: 1,80 (J)
Sody yield: 1.80 (8)

Tension is based on buoyeci weighL
Neutral point: 8,559 il

Run Segment Homina! End True Vert Measured Driti interna!
Sep Length Size Weight Grade Finish Dépth Aepth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (tF)
1 10000 5.5 77.00 NJO LT&C 10000 70000 4.767 344.6

Run Collapse Collapse Collapse Burst Burst Burst Tens¡on Tension Tensioñ
Seq i..oad Strength Design Load Strength Design Load Strength Design

{psi) (psi) Factor (ps!) (psi) Factor (Kips) (Kips) Factor
1 4935 6290 1.275 4705 7740 1.65 146 348 2.39 J

Prepared Dorninic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: Bi/IBarrett FAX:(303) 312-8195 Denver, Colorado

Renaatht:
Cohapse is basedona verticaldeptb of 10000 IL a mud weight of 9.5 ppg Thecasing la cortsideredto be eva¢uated recliapse purposés.
Collapse strengthisbased onthe WestcotLDaniop &NemierenethodofbiaxWI conecfon Ør tensien.

Burst suength js not acçusteerfor tension.

Engineering responsibility for use of thisdesigri willbe thatof the
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wouname: West Tavaputs General
Operator BÎlÎ 88ffett
Stri a type: Rtoduction

Location: Carbon Coun(V,Utah

Design parameters: Minimum design factors: Environment:
Collaose Collapse: H2S considered? No
Mud weight; 9.50 ppg Designfactor 1.125 Surface temperature: 75.00 'F

Bottomhole temperature: 189 *F
Design is based on evacuated pipe. Temperature gradient: 1.40 'F/100if

Mínimum section length: 1,500 ft

Designfactor 1.00 Cement top: 2,500 ft

Ma×anticipated surface
pressure: 2,226 psi

internal gradient: 0.22 psilft
Calculated BHP 4,01ô psi Tension: Directional info - Build & Drop

8 Rouno' S TC: 7.80 Q) Kick-off point 1000 ft
8 Round LTC: 1.80 (J) Departure at shoe: 2165 ft

Nobsckupmudspecified. Buttress: 1.60 (J) Maximumdogleg: 2 */1005

Premium: L50 (J} Inclinabon at shoe: 0 '
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7.560 R

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Olameter Capacîty

(ft) (in) {lbs/ft) (R) (ft) (in) (ff)
I 8730 5.5 20.00 P-110 LTSC 8138 8730 4.653 353.3

Run Co!!apse Collapse Co1Iapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Desígn Load Strength Design

(psi) (psl} Factor (psi) {psi) Factor (Kips) (Kips) Factor
1 . 4016 11100 2.764 4016 12630 3.14 139 548 3.93 J

Prepared Dominic Spencer Phone: {303) 312-8143 Date: August 25,2004
by Bill Barrett Corporation FAX: (303) 312-8195 Denver, Colorado

Rematica:

Collapse is based on a vertical depth of 8138 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcof f. Dunlop&Kernter method of;biaxialcorrectionfor tensica.

Burst strength is not adjusted for tension.

Collapse strength is (biaxially} derated for deglegs irt directional wells by multiplyingthe tensilestress by the cross secdon area to calculatea tensBe load which

is added to theaxial load.
EngJneering responshailytor use of thisdesignwfi De that of the



O O
weliname: West Tavaputs General
operatoc B¡IIBarrett Corporation
S&ingtype: Production

Des¡gn parameters: Minimum des¡gn factors: Environment:
Collapse Collapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Design is based on evacuated pipe- Bottom hole temperature: 200 °F

Temperature gradient: 1.40 °F/100ft

Minimum section length: 1,500 ft
.Byr Cement top: 2,500 ft
Design factor 1.00

Max anticipaled surface
pressure: 2,735 psi

Internal gradient: 0.22 psi/ft
Calculated BHP 4,935 psi Tension: Non-directional string.

8 Round STC: 1.8Q (J)
No backup mud specified. 8 Round LTC: 1.80 (J)

Buttress: 1.80 (J)
Prerniurn: 1.80 (J)
Body yield: 1.80 (B)

Tension is based on buoyed weicht.
Neutral point: 8,580 i

Run Segment Nominal End True Vert Measured Drift Interrial
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ff) (in) (ft')
1 1000Q 4.5 71.60 I-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) {psi) Factor (psi) (psi) Pactor (Kips) (Kips) Factor
1 4935 6350 - 1.287 4935 7780 1.58 100 223 2.24 J

Prepared Dorninic Spencer Phone: (303) 312-8143 Date: December 13,2005
by: Bi/I Barrett FAX: (303) 312-8195 Denver, Colorado

Remarks:
Collapseis based on a vertical depth of 10000 ft,a mudweight of 9.5ppg The casing is consideredto be evacuated for collapsepurposes.
Collapsestrength is based on the Westcott, Dunlop &Kemlermethadof biaxial correction for tension.

Burst strength is pot adjusted for tension.

Engineering responsibility for use ofthisdesign watbe that of the
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
11. Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2)·independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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BILLBARRETT CORPORATION
TYPICAL3,000 p.s.i. BLOWOUT PREVENTER

RILLINGNIPPLE

FILLUP LINE
LOW LINE

ANNULAR
PREVEN7ER

BUND RAMS

CHECK VALVE

DRILUNGSPOOL

CASING HE

KILLLINE - Minimum2. To Choke Manifolo'-
Minimum
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BILLBARRETTCORPORATION
TYPICAL 3,000 p.s.i. CHOKE MANIFOLD

ADJüsTABLEC
AD CHOKE

TO MUD/GASSEPARATOR \TO MUD/GAS SEPARATOR so? STACKOUTLET AND/OR FIT (2 IN. MIN.)AND/OR PIT (2 IN. MIN.}
(3 IN.
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Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Well Name: Prickly Pear Unit Federal 9-17-12-15

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ft°

Top of Cement: 0° Lead Fill: 700'
OD of Hole: 12.250" Tail Volume: 94.0 ft

OD of Casing: 9.625" Tail Fill: 300'

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft°/sk # SK's Lead:
Tail Yield: 1.16 R3/sk # SK's Tail: gO

% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,600' Lead Volume: 1692.4 ft

Top of Cement: 900' Lead Fill: 6,700'
OD of Hole: 8.750"

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft*/sk # SK's Lead:
% Excess:



O O

Prickly Pear Unit Federal 9-17-12-15 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/ gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3
Sk

0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk
Top of Fluid: 0'

Calculated Fill: 700'
Volume: 78.09 bbl

Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/ gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft /sk
2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk

0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'
Calculated Fill: 300'

Volume: 33.47 bbl
Proposed Sacks: 170 sks

Job Recommendation Production casing

Lead Cement - (7600' - 900')
50/50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft3
Sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 lbm/ sk Silicalite Compacted Top of Fluid: 900'
0.2% FWCA Calculated Fill: 6,700'
0.125 lbm/sk Poly-E-Flake Volume: 391.82 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1480
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #9-17-12-15

NESE, 2057' FSL, 687' FEL, Sec. 17-Tl2S-Rl5E
Carbon County, Utah

The onsite for this location was conducted on 10/26/2006.

This vertical well is the first of three wells to be drilled from this pad (two directional wells, the
1-17D-12-15and 7-17D-12-15 will follow).

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

A. Existing Roads:

1. The proposed well site is located approximately 45 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A
and B).

2. The use of roads under State and County Road Department maintenance is necessary
to access the Prickly Pear Unit. However, an encroachment permit is not anticipated
since no upgrades to the State or County road systems are proposed at this time.

3. All existing roads will be maintained and kept in good repair during all phases of
operation.

4. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

5. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

6. An off-lease federal right-of-way for the access road and utility corridor is not
anticipated at this time since existing roads are being utilized into the Prickly Pear
Unit area. All new construction will be within the Unit.

B. Planned Access Road:

1. From Prickly Pear road, a 0.2 mile road exists that runs to the existing Prickly Pear
15-17-12-15 pad. From the point where that existing access ends, a new access of
approximately 0.35 miles is proposed (see Topographic map B). A road design plan
is not anticipated at this time.

2. The new access road will consist of an 18' travel surface within a 32' temporary
disturbance area. The proposed access has been placed to minimize impact to the
environment and natural drainage of the area.

3. BLM approval to construct this new access road is requested with this application.

4. A maximum grade of 10% will be maintained throughout the project with minimum
cuts and fills, as necessary, to access the
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5. The access road will be constructed using standard equipment and techniques.
Bulldozers and/or road graders would first clear vegetation and topsoil from the
ROW. These materials may be windrowed for future redistribution during the
reclamation process. The surface would be crowned to facilitate drainage to a
borrow ditch on each side of the road designed to minimize erosion potential.
Graveling or capping the roadbed may be performed as necessary to provide a well
constructed, safe road. Following completion of the well, the road will be reduced to
an 18-foot wide running surface and reclaimed according to the specifications of the
appropriate agency or private land owner.

6. A turnout is not proposed.

7. 18" diameter culverts will be installed as necessary. Adequate drainage structures,
where necessary, will be incorporated into the remainder of the road.

8. No surfacing material will come from Indian lands or off-lease Federal lands. BBC
requests that any excess rock from construction of the pad be used for surfacing of
the access road, if necessary. Any additional materials needs may come from an
existing SITLA Materials Permit #334 in Section 16, T12S-R15E.

9. No gates or cattle guards are anticipated at this time.

10. Surface disturbance and vehicular travel will be limited to the approved location
access road. Adequate signs will be posted, as necessary, to warn the public of
project related traffic.

11. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function
adequately as outlined in the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas Exploration and
Development, Fourth Edition - 2006.

12. The operator will be responsible for all maintenance of the access road including
drainage structures. It is BBC's intent to maintain the newly constructed access road
to this wellsite.

C. Location of Existing Wells:

1. Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells none
vi. producing wells twelve
vii. abandoned wells none

2. Topographic Map C may not include all wells noted in A. above if new wells have
been drilled since the date of the plat. An additional map has been included
indicating current locations.
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D. Location of Production Facilities:

1. Some permanent structures/facilities will be shared between this proposed well and
the additional wells to be drilled from this pad. Each well will have its own meter
run and separator. Pending the evaluation of completion operations, additional water
and/or oil tanks may be added if necessary.

2. All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard environmental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded.

3. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas
Order No. 3 will be adhered to.

4. A gas meter run will be constructed and located on lease within 500 feet of the
wellhead. Meter runs will be housed and/or fenced. All gas production and
measurement shall comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and
Gas Order No. 5, and American Gas Association (AGA) Report No. 3. Use of an
electronic flow meter (EFM) for gas measurement purposes is requested with
this application.

5. A tank battery(s) will be constructed on this lease; it will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the
tank battery or will have a secondary containment vessel. All liquid hydrocarbon
production and measurement shall conform to the provisions of 43 CFR 3162.7-2 and
Onshore Oil and Gas Order No. 4 for the measurement of oil. BBC requests
permission to install the necessary production/operation facilities with this
application.

6. Any necessary pits will be properly fenced to prevent any wildlife and livestock
entry.

7. All access roads will be maintained as necessary to prevent erosion and
accommodate year-round traffic as practicable. The roads will be maintained in a
safe, useable condition.

8. The site will require periodic maintenance to ensure that drainages are kept open and
free of debris, ice and snow, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

9. A gas pipeline (approximately 1850' of up to 10" pipe) is associated with this
application and is being applied for at this time. The proposed gas pipeline will leave
the west end of the well pad and tie in to an existing surface-laid 6" pipeline at the
Prickly Pear 15-17 well pad.

10. The proposed steel gas pipeline will be buried, where soil conditions permit, within a
20' utility corridor immediatelyadjacent to the 32' disturbed area for the new access
road road (see Topographic Map D).

Page



O O
Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

11. As referred to in I. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual
disturbance will be based on the applicable scenario.

Surface-Laid: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

12. The determination to bury or surfàce lay the pipeline will be made by the Authorized
Officer at the time of construction.

13. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding
pass to jointhe long lengths together. The welded jointswill either remain on the
surface or will be placed within the trench, depending on the scenario. BBC intends
on connecting the pipeline together utilizing conventional welding technology.

E. Location and Type of Water Supply:

1. Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer's Office under Application Number 90-1846 (T76109) which expires
March 27, 2008 or an existing water well in Sec. 13, Tl2S-Rl4E granted by the Utah
State Engineer's Office under Application Number 90-1844 (T75896) which expires
September 5, 2007.

F. Source of Construction Material:

1. The use of materials will conform to 43 CFR 3610.2-3.

2. No construction materials will be removed from BLM.

3. If any additional gravel is required, it will be obtained from a State approved gravel
pit. BBC also has in place Materials Permit #334 covering all of Section 16-Tl2S-
Rl5E.

G. Methods of Handline Waste Disposal:

1. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

2. Drill cuttings will be contained and buried on site.

3. The reserve pit will be located outboard of the location along the south side of the
pad.

4. The reserve pit will be constructed so as not to leak, break or allow any discharge.
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5. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic
nylon reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be
anchored with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that
could puncture the liner will be disposed of in the pit. Pit walls will be sloped no
greater than 2:1. A minimum 2-foot freeboard will be maintained in the pit at all
times during the drilling and completion operations.

6. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all
areas not needed for production will be rehabilitated.

7. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities will be used, produced, stored, transported or disposed
of in association with the drilling, testing or completion of the well.

8. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

9. Produced fluids from the well other than water will be produced into a test tank until
such time as construction of production facilities is completed. Any spills of oil, gas,
salt water or other produced fluids will be cleaned up and removed.

10. After initial clean-up and based on volumes, BBC will install a tank (maximum size
400 barrel capacity) to contain produced waste water. After first production,
produced wastewater will be confined to a lined pit or storage tank for a period not to
exceed ninety (90) days. Thereafter, produced water will be used in further drilling
and completion activities, evaporated in the pit, or hauled to R & I Disposal, a State
approved disposal facility.

11. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

12. Sanitary facilities will be on site at all times during operations. Sewage will be
placed in a portable chemical toilet and the toilet replaced periodically utilizing a
licensed contractor to transport by truck the portable chemical toilet so that its
contents can be delivered to the Price or Vernal Wastewater Treatment Facility in
accordance with state and county regulations.

13. Any liquid hydrocarbons produced during completion work will be contained in test
tanks on the well location. The tanks will be removed from location at a later date.

14. A flare pit may be constructed a minimum of 110' from the wellhead and may be
used during completion work. In the event a flare pit proves to be unworkable in
this situation, a flare stack will be installed. BBC will flow back as much fluid and
gas as possible into pressurized vessels, separating the fluid from the gas. The fluid
will then be either returned to the reserve pit or placed into a tank. Gas will be then
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directed into the flare pit or the flare stack and a constant source of ignition will be
on site. This should eliminate any fires in and around the reserve pit. Natural gas
will be directed to the pipeline as soon as pipeline gas quality standards are met. By
eliminating condensate on the reserve pit and discharge of gas within the reserve pit,
potential for damage to the pit liner will be minimized.

15. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon
as possible after drilling and completion operations are finished.

16. If hydrocarbons are present on the reserve pit and are not removed shortly after
drilling or completion operations cease, the reserve pit will be flagged overhead or
covered with wire or plastic mesh to protect migrating birds.

H. Ancillary Facilities:

1. Garbage containers and portable toilets are the only ancillary facilities proposed in
this application

I. Well Site Lavout:

1. The well will be properly identified in accordance with 43 CFR 3162.6.

2. The rig layout and cross section diagrams are enclosed (see Location Layout and
Cross Section Plats).

3. The pad and road designs are consistent with BLM specifications.

4. The pad has been staked at its maximum size of 435' x 175' with a reserve pit size of
190' x 100'.

5. All surface disturbing activities will be supervised by a qualified, responsible
company representative who is aware of the terms and conditions of the APD and
specifications in the approved plans.

6. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

7. Diversion ditches will be constructed, if necessary, around the well site to prevent
surface waters from entering the well site area.

8. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a
windrow on the uphill side of the location to prevent any possible contamination. All
topsoil will be stockpiled for reclamation in such a way as to prevent soil loss and
contamination.

9. Pits will remain fenced until site cleanup.

10. If air drilling occurs, the blooie line will be located at least 100 feet from the well
head and will run from the wellhead directly to the pit.

11. Water application may be implemented if necessary to minimize the amount of
fugitive dust.
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J. Plan for Restoration of the Surface:

1. Site reclamation for a producing well(s) will be accomplished for portions of the site
not required for the continued operation of the well(s) on this pad.

2. The operator will control noxious weeds along access road use authorizations,
pipeline route authorizations, well sites or other applicable facilities by spraying or
mechanical removal. A list of noxious weeds may be obtained from the BLM or the
appropriate county extension office. On BLM administered land it is required that a
Pesticide Use Proposal be submitted and approved prior to the application of
herbicides, pesticides or possibly hazardous chemicals.

3. Upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the
commencement of backfilling work. No attempts will be made to backfill the reserve
pit until the pit is free of standing water. Once the reserve pit is dry, the plastic nylon
reinforced liner shall be torn and perforated before backfilling of the reserve pit. Rat
and mouse holes will be filled and compacted from bottom to top immediately upon
release of the drilling rig from location.

4. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas
not used for production purposes will be backfilled and blended into the surrounding
terrain, reseeded and erosion control measures installed. Erosion control measures
will be adhered to after slope reduction. Mulching, erosion control measures and
fertilization may be required to achieve acceptable stabilization. Back slopes and
fore slopes will be reduced as practical and scarified with the contour. The reserved
topsoil will be evenly distributed over the slopes and scarified along the contour.
Slopes will be seeded with the BLM specified seed mix. Reclamation operations for
the well pad are expected to require one week and will begin when the fluids in the
reserve pit have evaporated. Seeding will take place either during the fall (prior to
ground frost) or spring (after frost leaves the ground) months. Restoration of un-
needed portions of the pad will commence as soon as practical after the installation of
production facilities.

5. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas
will be scarified and left with a rough surface. The site will then be seeded and/or
planted as prescribed by the BLM. The BLM recommended seed mix will be
detailed within their approval documents. Topsoil salvaged from the drill site and
stored for more than one year will be placed at the location indicated on the well site
layout drawing and graded to a dèpth optimum to maintain topsoil viability, seeded
with the BLM prescribed seed mixture and covered with mulch for protection from
wind and water erosion and to discourage the invasion of weeds.

6. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over
cut and fill surfaces not actively used during the production phase. Upon final
reclamation at the end of the project life, topsoil spread on these surfaces will be used
for the overall reclamation effort.
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K. Surface and Mineral Ownership:

1. Surface ownership - Federal under the management of the Bureau of Land
Management - Price Field Office, 125 South 600 West, Price Utah 84078; (435)
636-3600.

2. Mineral ownership - Federal under the management of the Bureau of Land
Management - Price Field Office, 125 South 600 West, Price Utah 84078; (435)
636-3600.

L. Other Information:

1. Montgomery Archaeological Consultantshas conducted a Class III archeological
survey. A copy of the report has been submitted under separate cover to the
appropriate agencies by Montgomery as MOAC Report No. 06-571, dated November
30, 2006.

2. BBC will identify areas in our drilling program where fluids escaping the wellbore
and exiting onto a hillside might occur. In those cases, BBC will be ready with
cement and/ or fluid loss compounds (types of lost circulation fluids) to heal up vags
and cracks. Upon individual evaluation of the proposed well sites, BBC may air drill
the hole to surface casing depth if necessary.

3. A combustor may be installed at this location for control of associated condensate
tank emissions. A combustor ranges from24" to 48" wide and is approximately 10'
tall. Combustor placement would be on existing disturbance and would not be closer
than 100' to any tank or wellhead.

13. . Operator's Representative and Certification:

Title Name Office Phone
Company Representative (Roosevelt) Fred Goodrich (435) 725-3515
Company Representative (Denver) Tracey Fallang (303) 312-8134

Certification:

I hereby certify that the statements made in this plan are, to the best of my knowledge and belief, true and
correct; and that the work associated with the operations proposed herein will be performed by Bill Barrett
Corporation and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a
false statement.

Date: April 18, 2007
Tracey Fallang, E ironmentaÚPee ory Analyst
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/20/2007 API NO. ASSIGNED: 43-007-31287

WELL NAME: PPU FED 9-17-12-15

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER:

CONTACT:

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 17 120S 150E .Tech Review Initials Date
SURFACE: 2057 FSL 0687 FEL
BOTTOM: 2057 FSL 0687 FEL Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.77214 LONGITUDE: -110.2528

UTM SURF EASTINGS:563991 NORTHINGS: 4402525 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-73006 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[1] Indl] Sta[] Feel]
Unit: PRICKLY PEAR

(No. WYBOOOO40 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

R649-3-3. ExceptionW er
0 )

m/ Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Dat /

)Ñ Fee Surf Agreement (Y/N) Sitin

)£# Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: ~
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PPU FED 9-17 12-15
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U Si 8-16

PRICKL3 PEAR U FED 9-ISD-12-15 PRICKL3 PEAR U FED IH7D 12-15
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CAUSE:291 I 12-iG 2004

PRICKLEY PEAR UNIT

BHL È
13-2ID-12 15

FFONECABIN U 1'
HENZE. FEDi 29

OPERATOR: BILL BARRETr CORP (N2165)

SEC: 17,19 T.12S R.15E

FIELD: UNDESIGNATED (002)

COUNTY: CARBON

CAUSE: 256-1/12-16-2004 Wells Status
GG OER OEN Utah OilGas and Mining
LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY a PRODUCING GAS

O ACTIVE GAS STORAGE e PRODUCING OILNF PP OIL 4 SHUT-IN GASCOMBINED NF SECONDARY e- SHUT-IN OIL M E
INACTIVE PENDING

)s( TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL
RM N TED PP GEOTHERML & WATER INJECTION

PP OIL WATER SUPPLY PREPARED BY: DlANA MASON
SECONDARY WATER DISPOSAL DATE: 25-APRI L-2DD7
TERMINATED :
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- JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah April 26, 2007

Department of
Natural Resources

MICHAEL R. STYLER
accutiveDirec'°' Bill Barrett Corporation
Division of 1099 18th St., Ste. 2300

Oil, Gas & Mining Denver, CO 80202

JOHN R. BAZA
Division Director

Re: Prickly Pear Unit Federal 9-17-12-15 Well, 2057' FSL, 687' FEL, NE SE,
Sec. 17, T. 12 South, R. 15 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-31287.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940•TTY (801) 538-7458 •
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Operator: Bill Barrett Corporation
Well Name & Number Prickly Pear Unit Federal 9-17-12-15

API Number: 43-007-31287
Lease: UTU-73006

Location: NE SE Sec.1 T. 12 South R. 15 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



CONFilENTOPY
Form 316 5 UNITEDSTATES FORMAPPROVED
(April2004) DEPARTMENTOF THE INTERIOR (M

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTE 73 6

Do not use thIs form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribe Name

abandoned well. Use Form 3760 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement, Nameand/or No.

Prickly Pear Unit/UTU-079487
1. Type of 11

OilWell GasWell Other 8. WellNameand Na
Prickly Pear Unit Fed 9-17-12-15

2. NameofOperatorBILL BARRETT CORPORATION 9. API We11No.

3a Address 3b. PhoneNo.(include area code) 43-007-31287

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4. Locationof Well (Footage,Sec, T, R.,M, orSurveyDescription) Nine Mile/Wasatch-Mesaverde

NESE, 205T FSL, 68T FEL
11. Countyor Parish, State

See. 17, T12S-R15E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NGl10; REPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidae Deepen Production (Start/Resume) WaterShu-OK

Noticeof Intent Alter Casing Fracture Treat Reclamation WellIntegrity

Subsequent Report Casing Repair NewConstruction Recomplete Other Change in pad layout

ChangePlans Plugand Abandon Temporarily Abandon
FinalAbandonment Notice Convertto injection Plug Back Water Disposal

13. Describe Proposed or CompletedOperation(clearly state all pertinent details, includingestimated startingdateof any proposed work and approximate duration thereof
If theproposal is to deepen directionallyor recomplete horizontally, givesubsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach theBondunder which thework will be performedor provide theBond No. on filewith BLM/BIA. Required subsequent reports shall be filedwithin 30days

following completion of the involvedoperations. If the operation results in a multiple completion or recompletion ina new interval,a Form 3160-4 shall be filedonce

testing has been completed. Final Abandonment Notices shall be filed only after all requirements. including reclamatiorL have been completed, and theoperator ha:

determinedthatthesite is ready forfinalinspection.)

THIS SUNDRY AND THE ATTACHED REVISED PAD LAYOUT AND CROSS SECTION PLATS ARE BEING SUBMITTED AS
NOTIFICATION THAT THE ESTIMATED DISTURBED AREA FOR THE PAD AND PIPELINE WENT FROM ABOVE 5 ACRES TO 4.48

ACRES. ALTHOUGH NOT TYPICALLY THE CASE DUE TO TOPOGRAPHIC REASONS AND RIG REQUIREMENTS, BBC WAS

ABLE TO ADJUST THIS PAD BY REDUCING THE PAD SIZE SLIGHTLY AND THE PIPELINE CORRIDOR REQUESTED WIDTH TO

14'. UINTA ENGINEERING HAS BEEN CONTACTED TO MAKE THE NECESSARY CHANGES IN THE FIELD. NO ADDITIONAL
CHANGES ARE BEING MADE AT THIS TIME.

14. Ihereby certify thatthe foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 06/27/2007

| THIS SPA R FEDERAL OR STATE OFFICE USE

Approvedby Title Date

Conditionsof approval,if any, are attached. Approvalof thisnotice doesnot warrant or

certify thattheapplicantholdslegalor equitable titleto thoserights in the subjectlease Office
which would entitle the applicantto conductoperationsthereon.

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for anypersonknowinglyand willfully to make to anydepartmentor agency of the United
Statesanyfalse,fictitiousor fraudulent statementsor representations asto anymatter within its jurisdiction.

(Instructionson page 2)

JUN2 9 2007

DIV.0F0]L,GAS&



BILL BARRETT CORPORATION
LOCATIONLAYOUTFOR

-O
^ PRICKLYPEAR UNITFEDERAL#9-17-12-15, #1-17D-12-15, & #7-17D 15

SECTION 17, T12S, R15E, S.L.B.&M.
NE 1/4 SE 1/4 )

Proposed Access

C-1. J'

CALE: 1" =
60°

S. 41

DATE:11-13- 06
DRAWNBY: C.H E/. 414.5'

NO
Corners

Soe
Flore Pit is to
be /ocated a min
of 100' kom the
Wel/ Head.

Pit Topsoil

E/. 427.5 '100'C-18.4 ' '
gretm.en) - - a « rL /C-2.7

- r.w m avaux, -
C-7.O' ' E/. 419.4'

W/A' of fresbomi Mt
- ## ** g "

DOGHOUSE 125' S a. 1+95ToW m MMano
- 4680 Ot. Mir - 7 ;F-8.4

J.4' E 406.7'
El. 420.1'

D

e'= - s

FUS.

E/. 424.6'
15.5 C-2.7'

Top of F-2. | , .
. , .

Cut Slope S. 415.0' 4 2B. 414.8' F- 6.
Bev. Ungraded Ground at the /9-17 Locat/on Stak. - 7420.1' . 410.9'

, UINTAN ENGINEERTNG& LAND S'URVEYTNGBen Œoded Ground at the /9-17 Location Stoke = 7416.7 es s.. ano a..,• v....r. una esore •<<as>



BILL BARRETT CORPORATION
$ . TYPICALCROSS SECTIONSFORI X-Section

scal•PRICKLYPEAR UNITFEDERAL#9-17-12-15, #1-17D-12-15, & #7-17D-12-15
SECTION 17, T12S, R15E, S.L.B.&M. m1 = 100' NE 1/4 SE 1/4

DATE:11-13-06
DRAWNBY: C.H.

50' 125' 'It¿y

..--- ---

---- .--. _CUT

SM. 4+02

10' 100' 50' 125'
I

-·---.
/9-17 LOCAT/ON STAKE

CUT

SM. 1+95

10 100' 50' 12r5ad

Slope 1 1/2:1

SM. 1+00

av. arr aSTURBANŒ - ±253 AŒf3
Access RaAo asnmeAxæ peso' o at - ±t.Je Aams

50' 125
Iwm/NE msnaarANŒ pasa' o 14') - ±ase Acus

707AL - ±4.48 ACWES

--. -..--
-

----- R/ / F// / Preconstruction

NOTE: SM. 0+00 *

Topsoll should not be
Stripped Below Finished
Grade on Substructure Area. * NOŒ·

FILL QUAHT/TYINCLUDES

APPROXIMATEYARDAGES m commm

CUT
EXCESS MATERIAL = 4,460 Cu. Yds.

(6") Topsoil Stripping = 2,1JO Cu. Yds. Topsoll ocPit Bockfill = 4,460 Cu. Yds.
(1/2 Pit Vol.)

Remaining Location = 14,990Cu. Yds.
EXCESS UNBALANCE = 0 Cu. Yds.

TOTAL CUT = 17 120 CU.YDS. (After Interim Rehabilltation)

FILL = 12,660 CU.YDS. Umrar EmmFERTE & LAND SURvarm
as sa æo a..s • van..r. osa a4ors • (486)



Fonn 3160-5 UNITEDSTATES FO O
(April2004) DEPARTMENTOF THE INTERIOR El 007

BUREAU OF LAND MANAGEMENT 5. LeaseSenalNo
SUNDRY NOTICES AND REPORTS ON WELLS 670-73 6

Dhot use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement,Nameand/or No.
Prickly Pear Unit/UTU-079487

1. Type of 11
OilWell GasWell Other 8. WellNameand No

2. Nameof Prickly Pear Unit Fed #9-17-12-15
BILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. PhoneNo.(include area code) 43-007-31287

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea
4 Locationof Well (Footage,Sec, E, R.,M.,or SurveyDescnption) Nine Mile/Wasatch-Mesaverde

NESE, 205T FSL, 687 FEL 11. Countyor Parish, State
Sec. 17, T12S-R15E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIIŒ, REPORT, OR GINER DATA

TYPEOF SUBMISSION TYPE OF ACTION

O Acidize Deepen Production(Start/Resume) WaterShut-Off
Noticeof Intent Alter Casing Fracture Treat Reclamation WellIntegrig

SubsequentReport Casing Repair NewConstruction Recomplete Other Revised plats and

ChangePlans Plugand Abandon TemporarilyAbandon surface use plan
FinalAbandonment Notice Convertto h1jection PlugBack Water Disposai

13 Describe Proposed or Completed Operation(clearly state all pertinentdetails, includingestimated startingdateof any proposedwork and approximate duration thereof
If theproposalis todeependirectionallyor recomplete horizontally, give subsurface locationsand measured and truevertical depths of all pertinentmarkers and zones.
Attach theBondunder which thework will be performedor providetheBondNo. on filewith BLM/BlA.Required subsequent reports shall be filedwithin 30days
followingcompletion of the involvedoperations.If theoperationresults ina multiple completion or recompletion in a new interval,a Form 3160-4shallbe filedonce
testinghas been completed. FinalAbandonment Notices shall be filedonly after allrequirements, includingreclamation, have beencompleted, and theoperator has
detemlinedthatthesite isready for finalinspection.)

BBC IS SUBMITTING THIS SUNDRY AS NOTIFICATION THAT ADDITIONAL WELLS HAVE BEEN ADDED TO THIS PAD AND THE
SURFACE USE PLAN HAS BEEN REVISED. REVISIONS TO THE SURFACE USE PLAN REFLECT THE ADDITION OF THE WELLS
AND LANGUAGE REQUIRED UNDER THE REVISED ONSHORE ORDER NO. 1.

14. I hereby certify thatthe foregoing is true and correct
Name (Printed/Typed)

Tracey/Fadlang Title E I/Reg ry Analyst

THIS SPACE F EDERAL OR STATE OFFICE USE

Approved Title Date
Conditionsof approval, if any,are attached. Approval of thisnotice doesnot warrant or
certifythatthe applicant holdslegalor equitabletitleto thoserights inthe subjectlease Office
which would entitle the applicantto conduct operationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make it a crimeforanypersonknowing andwillfully to make to any departmentor agency of the United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsas to anymatter withinitsjuns ction RECE IVED(Instructionson page 2)

JUL2 62007
DIV.0F0lL,GAS&



BILL BARRETT CORPORATION
Ti2S, Ri5E, S. L.B. &M. Well location, PRICKLY PEAR UNIT FEDERAL#9-17-12-15, located as shown in the NE 1/4

SE 1/4 of Section 17, T12S, R15E, S.L.B.&M.,
S89 50'W - 5282.64' (G.L.o.) Carbon County, Utah.

BASIS OF ELEVATION
COTTON TRIANGULATIONSTATION, LOCATED IN THE NW 1/4 OF
SECTION 31, T12S, R16E, S.L.B.&M., TAKEN FROM THE TWIN
HOLLOW,CARBON COUNTY, QUADRANGLE,7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBLISHEDBY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

PR/CKL)*PEAR UN/T 687 o

FEDERAL/9-17-12-15
o Elev. Ungraded Ground = 7420 \

SCALE

---- THIS IS TO CERTIFYTHAT THE AT WAS P OM
FIELD NOTES OF ACTUAL SUR U
SUPERVISIONAND THAT THE R RE TRUE $ THE
BEST OF MY KNOWLEDGEAND ELI

R VEY
90 n REVISED: 07-16-07 P.M. RE

(G.L.O.) REVISED: 11-08-06 STATE

NB9'48'52T - 5227.44' (Meas.) 0,9 Bross cop, UINNH ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(NAD 83) (435) 789-1017
LATITUDE =

39°46'19.73" (39.772147)LEGEND: SCALE DATE SURVEYED: DATE DRAWN:LONGITUDE= 110°15'13.94" (110.253872) 1" = 1000' 09-28-06 10-02-06
=

90° SYMBOL (NAD 27) PARTY REFERENCESLAllTUDE =
39°46'19.86" (39.772183) D.R. R.P. C.H. G.L.O. PLAT= PROPOSED WELL HEAD. LONGITUDE= 110°15'11.38" (110.253161)

WEATHER FILEA = SECTION CORNERS LOCATED· WARM BILLBARRETT





BILL BARRETT CORPORATION
LOCATION LAYOUT FOR I

PRICKLYPEAR UNIT FEDERAL #9-17-12-15,
4 #1-17D-12-15, #7-17D-12-15, #10-17D-12-15 & #8-17D-12-15
' SECTION 17, T12S, R15E, S.L.B.&M.

NE 1/4 SE 1/4
Proposed Access E-15.6'Ü- .Û Road 8. 400.2'

E/. 418. 4'

,, E/. 414.5 Round CornersSCALE: 1 = 60 o as Needed
DATE: 11-13-06 Approx.
DRAWN BY: C.H. Toe of
RFV: 06-12-07 Fill Slope
REV: 06-21-07

REV: 07-16-07 P.M.
NO TE:

Flore Pit is to

Ri Topsoil

C-Z2 P CK

El 42 5 " I

(Btm. P/Û - - E/. 424.1' EL 4180'
- Totoi Pit capoeny - C-8.J'_. C-J.6' 14W/2' of Freeboard

- EL 419.4'
¯ "' I 30 DOG HOUSE 125' Sta. 1+95- Total Pit Volume ---

--- ---

- 4,660 Cu. Yds - Q-4 J'
s 42o., E- 1

. E/. 408. 7'

PUMP
TOILETO

MUDSHED

| HOPPER

¯¯¯¯¯ RESENVEPIT ¯

-- S' DEEP -- TOOLS

¯¯¯ ¯¯

FUEL

Ë-4
STORAGE

ret C-4.0
m H F-1.0 TANK

E/. 414.8'
Approx 0+Top of F-0.8
Cut Slope E/. 415.o' E-4.9'

E/. 410.9'

Elev. Ungraded Ground at the /9-17 Location Stoke = 7420.1'
, UINTAH ENGINEERING & LAND SURVEYING

Elev. Graded Ground at the /9-17 Location Sto/<e = 7415.8 es s.. 2oo ,,,, . v,,,,,,, ut., ,,oy, . (42,)



BILL BARRETT CORPORATION
b TYPICAL CROSS SECTIONS FOR

X-Section
il scale PRICKLY PEAR UNIT FEDERAL #9-17-12-15, unge

L #1-170-12-15, #7-170-12-15, #10-17D-12-15 & #8-17 BVE
1" = loo' SECTION 17, T12S, R15E, S.L.B.&M.

DATE: 11-13-og NE 1/4 SE 1/4 •

,

DRAWN BY: C.H. ··· m o• $
REV: 06-12-07
REV: 06-21-07

REV: 07-16-07 P.M. 50' 125'
ST

Finished Grade

SM. 4+02

10 100' 50' 125'

9-17 LOCAT/0N STAKE

10 100' 50 125'

Slope 1 1,/2: 1

S M. 1 00

50' 125'

Preconstruction
----

--- F/LL FILL Grade

S M. 0+00

APPROx/MA7EACREAGES
WELL S/7E O/S1URBANCE= ±102 ACRESNOTE·

ACCESS ROAD D/S7URBANCE(1850' @ J2' = ±1.36 ACRES

ITopsoil should not be P/PEL/NE DISTURÐANCE(1850' @ 14') = ±o.59 ACRES
Stripped Below Finished * NOTE:Grade on Substructure Area. TOTAL= ±4.97 ACRES F/LL QUANT/TY /NCLUDES

5% FOR COMPACT/0N

APPROXIMATE YARDAGES

CUT
EXCESS MATERIAL = 6,570 Cu. Yds.

(6") Topsoil Stripping = 2,250 Cu. Yds. Topsoil & Pit Backfill = 4,580 Cu. Yds.
(1/2 Pit Vol.)

Rernaining Location = 17,570Cu. Yds.
EXCESS UNBALANCE = J,990 Cu. Yds.

TOTALCUT = 19,820 CU.YDS. (After Interim Rehobilitation)

FILL = 11,250 CU.YDS. UINTAII ENCINEERING & LAND SURVEYING
86 So. 200 Best * Vernal, Utah 84078 * (435)
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

e. The access road will be constructed using standard equipment and techniques. Bulldozers
and/or road graders would first clear vegetation and topsoil from the ROW. These
materials may be windrowed for future redistribution during the reclamation process. The
surface would be crowned to facilitate drainage to a borrow ditch on each side of the
road designed to minimize erosion potential. Following completion of the wells on this
pad, graveling or capping the roadbed may be performed as necessary to provide a well
constructed, safe road.

f. Following completion of all wells on the pad, the road will be reduced to an 18-foot wide
running surface and reclaimed according to the specifications of the appropriate agency or
private land owner.

g. A turnout is not proposed.

h. 18" diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

i. No surfacing material will come from Indian lands or off-lease Federal lands. BBC
requests that any excess rock from construction of the pad be used for surfacing of the
access road, if necessary. Any additional materials needs may come from either existing
SITLA Materials Permits (334, 385, 396) or from federal wells within the Prickly Pear
unit.

j. No gates or cattle guards are anticipated at this time.

k. Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

l. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development, Fourth Edition -

200fi.

m. The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC's intent to maintain the newly constructed access road to this
wellsite.

3. Location of Existing Wells:

a. Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells none
vi. producing wells twelve
vii. abandoned wells none

Page



Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

b. Topographic Map C may not include all wells noted in a. above if new wells have been
drilled since the date of the plat. An additional map has been included indicating current
locations.

4. Location of Production Facilities (see enclosed "proposed facility layout plats"):

a. Some permanent structures/facilities will be shared between this proposed well and
the additional wells to be drilled from this pad. Each well will have its own meter run and
separator. Pending the evaluation of completion operations, additional water and/or oil
tanks may be added if necessary.

a. All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard environmental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded.

b. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

c. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall

comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter

(EFM) for gas measurement purposes is requested with this application. Use of a

flow conditioner is also being requested (versus straightening vanes).

d. A tank battery(s) will be constructed on this lease; it will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilitieswith this application.

e. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

f. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

g. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

h. A gas pipeline (approximately 1850' ofup to 10" pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will leave the west end of
the well pad, traveling south and tie in to an existing surface-laid 6" pipeline at the
Prickly Pear 15-17 well pad.

i. The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20'

utility corridor immediately adjacent to the 32' disturbed area for the new access road
road (see Topographic Map D).

Page



Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

j. As referred to in I. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual disturbance
will be based on the applicable scenario.

Surface-Laid: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

k. The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

1. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
to join the long lengths together. The welded jointswill either remain on the surface or
will be placed within the trench, depending on the scenario. BBC intends on connecting
the pioeline together utilizing conventional welding technology.

5. Location and Type of Water Supply:

a. Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer's Office under Application Number 90-1846 (T76109) which expires

March 27, 2008 or an existing water well in Sec. 13, Tl2S-R14E granted by the Utah
State Engineer's Office under Application Number 90-1844 (T75896) which expires
September 5, 2007.

b. Water use for this location will most likely be diverted from Nine Mile Creek, the N¼ of
Section 3, Tl2S-R14E. Bobtail trucks would haul the water, traveling Prickly Pear road
to Harmon Canyon, traveling north to this point of diversion.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from BLM.

c. If any additional gravel is required, it will be obtained from a SITLA materials permits or
will be taken from federal BBC locations within the Prickly Pear unit.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on site.

c. The reserve pit will be located outboard of the location along the south side of the pad.
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

d. The reserve pit will be constructed so as not to leak, break or allow any discharge.

e. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be anchored
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

h. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

j. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

k. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

l. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

m. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

n. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

o. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

p. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

8. Ancillary Facilities:

a. Garbage containers and portable toilets are the only ancillary facilities proposed in
this application

9. Well Site Lavout:

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. The rig layout and cross section diagrams are enclosed (see Location Layout and Cross
Section Plats).

c. The pad and road designs are consistent with BLM specifications.

d. The pad has been staked at 435' x 175' with a reserve pit size of 190' x 100'. BBC
requests, if needed, that and additional 32' be added on the laydown side of the pad.

e. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

f. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

g. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

h. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

i. Pits will remain fenced until site cleanup.

j. If air drilling occurs, the blooie line will be located at least 100 feet from the well head
and will run from the wellhead directly to the pit.
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

k. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

a. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

b. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

c. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
ñlled and compacted from bottom to top immediately upon release of the drilling rig ñom
location.

d. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

e. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

f. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 9-17-12-15
Carbon County, Utah

11. Surface and Mineral Ownership:

a. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

b. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

a. Montgomery Archaeological Consultants has conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 06-571, dated November 30, 2006.

b. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites. BBC may air drill the hole to
surface casing depth if necessary.

c. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site and access
route proposed herein; that I am familiar with the conditions which currently exist; that I have full
knowledge of state and Federal laws applicable to this operation; that the statements made in this APD
package are, to the best of my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed in conformity with this APD package and the terms and conditions under
which it is approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application. These statements are subject to the provisions of 18 U.S.C. 1001 for the
filings of false statements.

Executed this day of 2007
Name: Tracey Fallang
Position Title: Regulatory Analyst
Address: 1099 18 Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8134

Field Representative Fred Goodrich

Address: 1820 W. Hwy 40, Roosevelt, UT 84066

Telephone: 435-725-3515

E-mail:

Tracey Fallang, Env o ental/Regulatory
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BillBarrett Corporation
Prickly Pear Unit Federal 9-17-12-15
Prickly Pear Unit
Lease UTU-73600
Location NE/SE Sec. 17, T12S, R15E

(Co-located APDs: Prickly Pear Unit Federal 9-17-12-15, 1-17D-12-15 and 7-17D-12-15)

Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be

maintained on location during all construction and drilling operations, and shall be

available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable

title to those rights in the subject lease which would entitle the applicant to conduct operations

thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is

responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal - BillBarrett Corporation) via

surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable untilthe provisions of

43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit

termination, a new application must be filed for approval.

AIIlease operations willbe conducted in full compliance with applicable regulations

(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.

Failure to comply with the provisions of this permit, including applicable regulations, stipulations,

and/or approval conditions, will be considered a violation subject to the enforcement provisions

of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oiland Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented into place such that the top-of-cement
extends a minimum of 100 feet into the surface casing, leaving no annular space
exposed to open-hole. This shall be verified by a cement bond log (CBL) or other
appropriate tool for determining top-of-cement, unless cement is circulated to
surface.

6. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

7. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion Report.

8. The use of a flow conditioner in lieu of straightening vanes in the gas meter run
cannot be approved with the information provided. This proposal is not
consistent with the provisions of Onshore Oil& Gas Order No. 5, and as such,
can only be considered for approval as a "variance" from Order No. 5. A written
request for variance would identify the Order No. 5 requirement(s) from which the
variance is being requested, and it would include supporting justificationas to
how the alternate method of measurement would meet or exceed the minimum
standards established in Order No. 5. A variance request for the use of a flow
conditioner would also include the make, model, dimensions, and description of
use for the specific flow conditioner being
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UNITED STATES DEPARTMENT OF TIIE INTERIOR
BUREAU OF LANDMANAGEMENT

Price field Of¾ce
Price, Utah

SURFACE USE
CONDITIONS OF APPROVAL

PrqjectName: PricklyPear Unit Winter Drilling Locations

Operator: Bill BarrettCorporation

I Bill Barrett Corporation 2007·2008 Priekly Pear Unit Winter Drilling EA,

Carbon County, Utah with Special Mitigation Measures Section 2.4 Alternative

C.

Under this altemative, the project would be implemented as described in the Proposed

Action, includingadherence to The Gold Book standards, except special mitigation measums

developed by BLM in coordinationwith UDWR would be applied as conditionsof approval

to address issues related to winter activitics. The following measures would be applied to

mitigateaffects to the high country watershedand wildlifer

The specialmitigationmeasures includedin Altemative C of the current action will

be added to the previously developedconditions of approvalto mitigate affects to the

high country watershed and wildlife. This decision is contingent on meeting all of

the specialmitigationmeasures listed below:

• To prevent erosion, snow must be removed within 48-hours of cessation of each

winter stormproducinggreater than 4-inches of snowfall;anow removalwouldoccur

only on those roads necessary to accesswells and productionfacilities.

• On well pads where winter drilling is occurring,snowmustbe removedwithin 48-

hours of cessationof each winter storm producing greater than4-inches of snowfall;

snow removal would occur on the portions of the pad where access with snow

removal equipment is feasibic. Snow would be stockpiled in a retention structure per

The Gold Book standards.

• To reduce erosion and soil loss during heavy rain events and snow melt, drainage

on or around the well pads would be designedto reduce erosion and sedimentation.

Storm water would be diverted away from the well locationswithdítches, berms,or

waterbars above the cut slopes. Rain water or snow melt collectedon the well
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would be contained anddrainedinto the reservepit or directed into a water retention
ponds to ensureno sedimentleavesthe pad.

• The followingtravel restrictionswould be adhered to by all types of vehicles from
November 1, 2007, to May 15, 2008, to minimize disturbances during periods of
major animal movement (6:00-8:00 AM and 5:00-7:00 PM or 6:00-8:00 AM and
6:00-8:00 PMduring daylight savings time). These restrictions would be contingent
on the presence of elk and deer in the areas.

- Contractorsand vendors for non-critical rig visits would not travel during these
periods.
- Rig shift changeswould be adjusted to not coincidewith these periods.
- Routinedelivery of drillingsupplieswould not occur during these periods.
These restrictions would not apply to vchieles directly involved in casing,cementing
and/or emergencyoperationsnecessary to maintain viable hole conditions.

• Monitoringwould be required to ensurecompliancewith restrictedtravel times and
toutes from November 1, 2007, to May 15, 2008. The proponent would contract with
a third party monitor to assess compliancewith these restrictions. Monitoring would
occurat least twice weekly at random intervals and a compliance report would be
submittedto the Price Field Officeon a weekly basis. BillBarren Corporation 2007-
2008 Prlekly Pear Unit WinterDrilling EA 2-18.

• If snow depths equal 16-inches or greater, edges of plowed roads would be opened
at intervalsof approximately0.25 mi to create wildlife exit points and crossing areas
when snow walls develop. Exits would be opened to approximately 15 11,down to
the top of vegetation, and would remain within the ROW.

• Access roads nmst meet The Gold Book standards, where practicable, prior to the
winter closure to ensure ruts would not be created duringwinter use.

• All pipelinesassociatedwith wells would be buried within the 50-ft pipeline ROW.
BBC could request a waiver if surface conditions are such that blasting would be
requiredto bury the pipeline.

• Trucksused for moving rigs would be kept on top of each applicable mesauntil the
rig has been fully moved.

• As feasible, all supplies, including casing,would be stockpiled on top of each
applicable mesa prior to the winter closure.

• Traffic accessing the project area for development of the proposed project would
use one of two routes, depending upon their destination (see Figure 2.1 BIIIBarrett
Corporation 2007-2008 Prickly Pear Unit Winter Drilling EA) for the period from
November 1, 2007, through May 15,
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• For the two pad locations proposed in section 17, traffic from Harmon Canyou
would followthe existing road throughthe SEl/4 of section 15 where it would tum

right (northeast) on another existing road, and proceed to the SWl/4 NW1/4 of
section 13 where it would turn right (southeast)on the existing road and proceed to

the section 17 locations.

• For the two pad locations proposed in section 18, traffic from Harmon Canyon
would followthe existing road through the SE1/4 and then the NE1/4 of section 15,

and then along the Interplanetary Airstrip in the N1/2 of section 14 and into the
NW1/4NW1/4 of section 13, where it would follow an existingroad in the N1/2 of

section 13 and proceed to the section 18 locations.Bill Barrett Corporation 2007-

2008PricklyPear Unit Winter Dr/IIIng FA 2-18.

• Other roads previously used would be blocked or signed to prevent use by project-

related traffic. BBC and their contractorswould be notified that use of any but the

designated roads would not be allowed.

Mitigation for unpactsfrom the interconneet pipeline would include the
followingactions.

• The pipeline right-of-way(ROW) would be clearedwith a brush hog rather than

being scalped with a dozer so as to encourage inster regeneration of vegetation.

• The existing two-track within the proposed pipeline ROW would be used as the
alignment for burial of the pipeline to the extent possible, such that reclamationof

the pipeline would inevitably reclaim the two-track. Where the pipeline disturbance

deviates from the two-track,it would be reclaimed.

• Reclamation of the pipeline and two-track ROW, as well as other disturbance

associated with pipeline construction, would be accomplished using the seed mix

identifiedin AppendixC, Table A of the West Tavaputs DrillingEA (BLM 2004).In

addition,sagebrushtubelings with plant protectors would be planted at a density of

200 tubelingsper acre.

• BBC would remove the existingfence along the pipeline ROW and erect a new

fenceto the east at the location identifled on Pigure 2.7 (Bill Barrett Corporation
2007-2008Prickly Pear Unit Wlnrer Drilling EA) so as to mínimize impedimentsto
greatersage-grouse movementsin winter habitat.In addition,as a general measureto
compensate for potential effects of winter activities on greater sagegrouse and

removal of vegetation along the interconnect pipeline route, BBC would lop and

remove pinyon/juniper vegetation on a 10-acre area in the SWI/4 of section 14,

T12S,R14E, as identifiedon Figure 2.8 (Bill Barren Corporation2007-2008 Pric/dy

Pear Unii Winter Drilling
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H Site Specific Conditions of Approval

1. A pre-construction field meeting may be conductedprior to beginning any dirt
workapprovedunderthis APD.Theoperatorshallcontact the BLM Authorized

Officer Don Stephens@ 435-636-3608 at least 48-hours prior to beginning
operations so that the meeting can be scheduled. The operator is responsible for

having all contractorspresent (dirt contractors, drilling contractor, pipeline
contractor,project oversightpersonnel,etc.) includingthe overall field operations
superintendent,and for providing all contractorscopies of the approved APD(s),
project map and BLM Conditions of Approval pertinent to the work that each will

be doing.

2. The following appendices are attached for your reference. They are to be
followedas conditions of approval:

•Applicant-committed environmental protection measures for the West
Tavaputs Plateau Drilling Program (UT-070-2004-28) see attached
Appendix B.
•Applicant Committed Mitigation Measurcs ßill Barrett Corporation
2007-2008PricklyPear Unit Winter Drilling EA (UT 070-07-053)
•1nterim reclamation Plan Prickly Pear Federal 13-17-12-15

•TMC1,Browse Hand PlantingTubelingMixtures.

3. The area that encompassesthe well location and road is environmentally sensitive

including fragile soilsand vegetation. The operator may be required to perform
specialmeasures such as mulching,erosionfencing, use of erosionfabric, etc. per

the direction of the BLM Authorízed Officer to stabilizeany disturbedareas and

ensure the reestablishmentof long-term perennial vegetation.

4. The operatorwill be responsible for performing any remediationand/or necessary

road upgrading (e.g. elevating, surfacing, culverts, low-water crossings, water-

wings, surfacing, etc.) as directedby the BLM Authorized Officer,resulting from

untimely access.

5. All equipment and personnel used during drilling and constructionactivities will

be restricted to only approve access roads,

6. If the well is productive and after completion operations, the road will be
upgraded to a Resource Road status in accordance with the Surface Operating
Standardsfor Oil & Gas Explorationand Development,Fourth Edition and/or

BLM ManualSection 9113 concerning road construction standards on projects

subject to federal
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7. All permanent above-ground structures (e.g., production equipment, tanks, etc.)
not subject to safety requirements will be painted to blend with the natural color
of the landscape. The paint used will be a color which simulates "Standard
EnvironmentalColors." The color selected for the wells is Olive Black, SWA20-
6. All facilitieswill be painted the designated color at the time of installation.

8. All trees salvagedfrom the constructionof the well pad will be clearly segregated
from the spoil material,to prevent buryingof trees in the spoil material.

9. No salvaged trees will be pushed up against live trees or buried in the spoil
material.

10.All areas not needed for production of the well will be reclaimed within 90 days
of completion if weather conditions are favorabic, unless the BLM Authorized
Officergives an extension.

11.Reserve pits will be closedas soon as possible, but no later than 90 days from
time of drilling/well completion, unless the BLM Authorized Officer gives an
extension. Squeezingof pit fluids and cuttings is prohibited. Pits must be dry of
fluids or they must be removed via vac-truck or other environmentallyacceptable
method prior to backfilling, re-contouring and replacement of topsoil. Mud and
cuttings left in pit must be buried at least 3-feet below re-contoured grado. The
operator will be responsible for re-contouringany subsidence areas that develop
from closing a pit before it is sufficientlydry. The operator shall contact the
BLM Authorized OfHeer Don Stephens @ 435-636-3608 at least 48-hours
prior to the filling and reclamation of pits and the start of any reclamation
such as recontouring and reseeding.

12. The operator will drill seed on the contour to a depth of 0.5 inch, followedby
cultipactionto compactthe seedbed, preventing soiland seedlosses. To maintain
quality and purity, the current yeam tested, certifiedseed with a minimum
germination rate of 80% and a minimum parity of 90% will be used. Seeding
shall be done after frost has left the ground and prior to May 15.

13. Please contact Don Stephens, Natural Resource Specialist, (435) 636-3608,
Bureau of Land Management, Price Field Office, if there are any questions
conceming these surfaceuso COAs.

14. A Paleontologist acceptable to the BLM will monitor during surface disturbing
activitics. If palcontologic resources are uncovered during surface disturbing
activities, the palcontologist shall immediately notify the Authorized Officer
(AO). The AO will arrangefor a determinationof significance and, if necessary,
reconunend a recovery or avoidance plan. A paleontologistneed not be present
for road and pad construction for the Prickly Pear 9-17-12-15 and for road
construction for the Prickly Pear 13-17-12-15.

15. The pipeline(s) shallbe
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16.During the activities of road maintenance, new road construction or the
construction of well pads, if any standing live or dead trees are damaged, cut

down or knocked over by grading or constructionequipment, actions would be

taken to remove excessivevegetationfrom the road orpad edge. These materials

would either be chipped on site and dispersed along the road or pad edge or

hauled to BLMapproved locations and piled for disposal in a manner that would

not present a fuel hazard. Piles must be located in openings so that no pile would

be within 30 feet of standing live trees. The piled vegetation must also be located

adjacent to and accessible by road.

17. An impermeable liner shall be used in the containment area of all permanent

condensate andwater tanks.

18.Low profile tanks shall be used oc this location,

19. Gas shall be measured on the well pad unless the BLM Authori2ed Officer

authorizesanother location.

20. The Mexican SpottedOwl Conservation Measuresto avoid impacts:
a. ßmploy best available technology on production wells and compression

equipmentwithin .5 milesof canyon habitatmodel.

b. Upon discovery of individuals or sightings of this species, halt
construction/drilling activities and notify authorized official.

21. BBC shall participate in a wildlife enhancement project to improve habitat for

mule deer and elk. A project to be determined with BLM, Utah Division of

Wildlife Resourcesand BBC.

III Standard Conditions of Approval .

A. General

1, If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permit/right-of-way,they will be left intact and the Price

Field Manager notified. The authorizedofficer will conduct an evaluationof the

cultural values to establish appropriate mitigation, salvageor treatment. The

operatoris responsible for informing all persons in the area who are associated

with this project that they will be subject to prosecution for knowingly disturbing
historic or archaeologicalsites, or for collecting artifacts. If historic or
archaeological materialsare uncovered during construction, the operator is to

immediatelystop work that might further disturb such materials, and contact the

authorized BLM officer (AO). Within five working days the AO will inform the
operator as
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C. Operations/Maintenance

1. If in the process of air drilling the wells there is a need to utilize mud, all
circulatingfluidswill be contained either in an approved pit or in an aboveground
containment tank. The pit or containment tank will be large enough to safely
contain the capacity of all expected fluids without danger of overflow. Fluid and
cuttings will not be squeezed out of the pit, and the pit will be reclaimed in an
expedientmanner.

2. Confine all equipment and vehicles to the access road(s), pad(s), and area(s)
specified in the approvedAPO.

3. All waste, other than human waste and drilling fluids, will be contained in a
portable trash cage. This waste will be transporied to a State approved waste
disposal site immediately upon completíon of drilling operations. No trash or
empty barrelswill be placed in the reserve pit or buried on location. All state and
local laws and regulationspertainingto disposal of human andsolidwaste will be
compliedwith.

4. Rat and mouse holes shall be filled and compacted Rom the bottom to the top
immediately upon release of the drilling rig froni the location.

5. The operator will be responsible for prevention and control ol'noxiousweeds and
weeds of concero on all areas of surface disturbance associated with this project
(well locations, roads, water management theilities, etc.) Use of pesticides shall
comply with the applicable Federal and State laws. Posticidos shall be used only
in accordance with their registered uses and within limitations imposed by the
Secretaryof Interior. Prior to the use of pesticides on public land, the holder shall
obtain from the BLM authorized officer written approval of a plan showing the
type and quantity of material to be used, pest(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
informationdeemednecessary by the authorizedofficerto such use.

6. Sewage shall be placed in a self-contained, chemically treated porta-potty on
location.

7. The operator and their contractorsshall ensure that all use, production, storage,
transport and disposalof hazardous andextremely hazardous materials associated
with the drilling, completion and productionof these wells will be in accordance
with all applicable existing or hereafter promulgated federal, state and local
government rules, regulations and guidelines. All project-related activities
invoMng bazardous materials will be conducted in a manner to minimize
potential environmentalimpacts. In accordance with OSHA requirements,a file
will be maintained onsite containingcurrent Material Safety Data Sheets (MSDS)
for all chemicals, compounds and/or substanceswhich are used in the course of
construction, drilling,completion and production operations.
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8. Produced fluids shall be put in test tanks on location during completionwork.
Produced water will be put in the reserve pit duringcompletionwork per Onshore
Order#1.

9. The onlyfluids/wastematerials which are authorized to go into the reserve pit are
RCRA exempt exploration and production wastes. These include:
- drillingmuds & cuttings
- rigwash
- excess cementand certain completion & stimulation fluids defined by

EPA as exempt

It does not includedrillingrig waste, suchas:
- spent hydraulicfluids
- used engineoi!
- used oil filter
- empty cement, drillingmud, or otherpmduct sacks
- empty paint, pipe dope, chemicalor otherproduct containers
- excesschemicalsor chemicalrinsate
Any evidence of non-exemptwastes being put into the reserve pit may result in
the BLM Authorized Officerrequiringspecifictesting and closuro requirements.

10.If this well is drilled during the fire season (June-October),the operator shall
institute all necessary precautions to ensure that fire hazard is minimized,
including but not limited to mowing vegetation on the accessroute(s) and well
location(s),keeping fire fighting equipment readily available when drilling, etc.

D. Dry Holemoclamation

1. All disturbed lands associated with this project, including the pipelines, access
roads, water management facilities, etc will be expediently reclaimed and
reseeded in accordance with the surface use plan and any pertinent site-specific
COAs.

2. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography.No depressionswill be left that trap water or formponds.

3. Beforethe locationhas beenreshapedand prior to redistributingthe topsoil, the
operator will rip or scarifythe drillingplatform and accessroad on the contour,to
a depth of at least 12 inches.The rippers are to beno fartherthan 24 inchesapart.

4. Distribute the topsoil evenly over the entire location and other disturbed areas.
Prepare the seedbed by disking to a depthof 4-to-6 inchesfollowingthe contour.

5. Phased reclamation plans will be submitted to BLM for approval prior to
individualPOD facility abandonmentvia a Notice of Intent (NOI) Sundry Notice.
Individual facilities, such as well locations, pipelines, discharge points,
impoundments, etc. need to be addressed in these plans as they are no
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Subsequentwaterbars shouldfollow the followinggeneral spacing guidelines:

Slope SpacingInterval
(percent) (feet)

52 200
2-4 100
4-5 75
>5 50

E. Producing Well

1. Reclaimthose areas not requiredfor production as soon as possible. The fluids
and mud mustbe dry in thereserve pit before re-contouring pit area.The operator

will be responsible for re-contouring and reseeding of any subsidenceareas that

develop from closing a pit before it is completely dry.

2. Reduce the backslope to 2:1 and the foreslope to 3:1, unless otherwise directed by
the BLM Authorized Officer. Reduce slopes by pulling fill material up from
foreslope into the toe of cutslopes.

3. Production facilities(includingdikes) must be placed on the cut portion of the
location anda minimum of 15 feet from the toc of the back cut unless otherwisc
approved by the BLM Authorized Officer.

4. Any spilled or leaked oil, produced water or treatment chemicals must be reported
in accordance with NTL-3A and immediately cleaned up in accordance with

BLM requirements. This includes clean-up and proper disposition of soils
contaminated as a result of suchspills/leaks.

5. Distribute stockpiledtopsoil evenlyover those areas not required for production

and resced as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage

dips, ditching, crowning, surfhcing, etc.)as necessary and as directed by the BLM
Authorized Officer to prevent soil crosion and accommodate safo,
environmentally-soundaccess.

7. Prior to construction of production facilities not specificallyaddressed in the
APD,the operator shall submit a Sundry Noticeto the BLM Authorized Officer
for approval.

8. If not already required prior to constructing and drilling the well location,the
operator shall immediately upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching,drainage culverts, surfacing,etc.)



.
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EA, West Tavaputs Plateau DrillingProgram

APPENDIXB:
APPLICANT-COMMITTEDENVIRONMENTAL PROTECTION
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EA,WestTavpputsPlateauDrillingProgmm .

B-1

1.0 INTRODUCTION

Appendix B is part of BBC's ProposedActionfor the WTPDPas describedin Chapter2.0, and BBC will
comply wíth the standards, procedwes, and requirementscontained in AppendixB when implementing

the Alternatives unless otherwiseprovided for by the B1.M Authorized Officer (AO). Appendix B

describesstandardpractices utilized to mitigate adverse effects causedbysurface-disturbing
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FA, WestTavapue Plateau DrillingProgram
B-5

Gas Exploration and Development" (BLM and USFS 1989) will be followed. Bladed surface

materials will be re-spread uponthe cleared route once constructionis completed. Disturbed areas

that have been reclaimed will be fenced when the route is near livestock watering areas at the

discretionof the AO.

3. Pipeline ROWs will be located to minimize soil disturbance to the greatest extent practicable.

Mitigation will include locating pipeline ROWs adjacent to access roads to minimizeROW

disturbancewidths,or routingpipelineROWs directly to minimizedisturbance lengths.

4. Existing crowned and ditched roads will be used for access where possible to minímize surface

disturbances.Clearing of pipcHne ROWs will 6e accomplishedwith the least degree of disturbance

to topsoil. Where inpsoil removalis necessary, it will be stockpiled(windrowed) and re-spreadover

the disturbed area after constructionand backfilling are completed.Vegetation removedfkom the

ROWwillalsobe re-spreadto provideprotection,nutrientrecycling,and a seed source.

5. Temporary disturbances which do not require major excavation (e,g., small pipelines) may be

stripped of vegetation to ground level using mechanical treatment, leaving topsoilintact and root

naassesrelatively undisturbed.

6. To promote soil stability,backfill over the trench will be compactedso as not to extend above the

original ground level after the till has settled. Wheel or other methods of compactingthe pipeline

trench backfill wíli occurat two levels to reduce trench settling and.water channeling-once after 3

feet of fill has been replaced and once within 6-12 inches of the surface. Water bare, mulching,and

terracingwit! be installed,as needed, to minimize erosion. Instream protection strucmres(e.g., drop

structures)in drainages crossed by a pipeline will be installed at the discretionof the AO to prevent

erosion.

1. BBC will adhere to thefollowingprocedures regardingthe Installation of pipelinesduringperiods

whentrieearthis frozen.
. The BLM Price Field Office will 6e contactedat least 10 days prior to anticipatedstartof project.

The project willnotproceeduntil such time as authorizationffom BLM has beenreceivedby the

Companies.
• A BLM representativewill be onthe groundat the beginningof construction.

· Snow, if present, winbe removed utilizing a motor grader.

• Vegetationwillbe scalpedand windrowed to one side of theright.cf.way.

• A wheel trencher willbe used to remove approximately 6-8 inches of topsoil from the top of the

pipeHneditchandwindrowit toonesíde.
• A trench approximately 4 feet deep will be dug using a wheeltrencher and the soll will be

stockpiled to one side,making sure thetopsoilor spoil do not get míxed together.

• Thepipeline willbe installed,the trench backfilled, and the spoil compacted inthe trench.

- Stockpiledtopsoilwulbe placed in the trench and compacted.

• Scalpedvegetation back wißbe placedback on right-of-way using a motor grader.

The entire right-of-way will be reseeded as normalin the spring after the thaw.

These procedures will be incorporated in every Plan of Development where construction in frozen

earth is
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2.5 AIR QUALITY

1. BBC will comply with all applicable local, state,and federal air quality laws, statutes, regulations,
standards, and implementationplans.

2. BBC will obtain all necessary air quality permits fromUDAQto construct, test, and operatefaellities.

3. All internal combustionequipment willbe kept in good working order.

4. The Companieswill use water at construction sites, as necessary,to abate fugitivo dust.

5. The Companieswill not allow any openburning of garbage or refuse at well sitesor other facilities.

2.6 VEGETATION

1. Removal and disturbance of vegetation will be kept to a minimum through construction site
management (e.g., using previously disturbed areas and existing easements, limiting
equipment/materialsstora8eyard and staging area site, etc.).

2. Wellpads and associatedroads and pipelines will be located to avoid or minimize impacts in areasof
high value (e.g., sensitivespecieshabitats,wetland/riparianareas),

2.7 SOILS

1. Surface-disturbingactivitieswill be examined on a site-specificbasis, evaluating the potential for soil
loss and the compatibility of soil properties with prqject design. Stipulationsand mitigating measures
will be developed on a case-by-casebasisto ensure soil conservationandpracticalmanagement.

2. BBC will restrict constructionactivities during periods when soils are saturated and excessive rutting
(>4 incheswith multiplepasses) would occur.

3. Salvage and subsequentreplacement of topsoil will occur for surfaco-disturbin8activities wherever
specifiedby the AO.

4. Before a surface4isturbing activity is undertaken, topsoil depth will be determined and the amount of
topsoilto be removed, alongwith topsollplacement areas, will be specified in theauthorization. The
uniform distributionof topsoil over the area to be reclaimed will occur unless conditions warranta
varying depth. On large surface-disturbingptojects topsoilwill be stookpiledand seeded to reduce
erosion. Where feasible, topsoil stockpiles will be designed to maximize surface area to reduce
impacts to soil microorganisms.Areas used for spoil storagewill be strippedof topsoil beforespoil
placement,and the replacementof topsoil after spoil iemoval will be required.

S. BBC will avoid adverse impactsto soils by:
- minimizing the area of disturbance;
• avoidingconstruction with flozen soil materials to the extent practicable;
• avoidingareas with high erosionpotential (e.g.,unstable soll, dunal areas, slopes greater than

25%, floodplains),wiierepracticabic;
• salvagingand selectivelyhandlingtopsoilfrom disturbedareas;
• adequatelyprotectingstockpiled topsoil and replacing it on the surfaceduring melamation;
• 1eavíngthe soil intact (scalpingonly) during pipeline construction, where
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2.17 RECREATION

1. BBC will instruct employees,contractors,and subcontractorsthat camp sites on federallands or at

federal recreation sites mustnot be occupiedfor morethan 14consecutivedays.

2. BBC will require that employees, contractors,and subcontractorsabide by all stateand federal laws
and regulations regarding hunting.

2.18 VISUAL RESOURCES

1. Pipeline ROWs will be located within existingROWs wheneverpossible, and aboveground facilities

not requiring safetycolorationwill be painted with appropriatenonreflectivestandardenvironmental
colors (Carlsbad Canyon or Desert Brown, or other spoolfied standard environmental colors) as
determined by the AO. Topographioscreening, vegetation manípulation, project scheduling, and
trafficcontrol procedures may all beemployed,as practicabje, to further reduce visual impacts.

2. Within VRM Class II areas, BBC will utilizeexisting topography to screenroads, pipeline corridors,
drill rigs, wells, andproductionfacilitiesfrom view where practicable. The Companieswillpaint all
abovegroundproduction facilities with appropriatecolors(e.g., CarlsbadCanyon or Desert Brown)to
blend with adjacent terrain, except for structums that requim safety coloration in accordance with
OSHA requirements.

2.19 HEALTH Al9D SAFETY/HAZARDOUSMATERIALS

1, BBC will utilize BLM-approved portable sanitation fheilitiesat drill sites; place warning signs near
hazardous areas and along roadways; place dumpsters at each construction site to collect and store
gafbage and refhse; ensure that all refuse and garbage is transportedto a State-spproved sanitary
landfill foi disposal; and institute a Hazard CommunicationProgram for its employees and requite
subcontractor programs in acconiancewith OSHA (29 CFR 1910.1200),

2. In accordancewith 29 CFR 1910.1200, a MaterialSafotyData Sheet for everychemical or hazardous
material.broughton-site will be kepton IIIe BBC's field offices.

3. Cheuxicalsand hazardous materials will be inventoriedand reported by BBC in accordancewith the
SARA Title UI (40 CFR 335). If quantitics exceeding 10,000 pounds or the thresholdplanning
quantity are to be producedor stored,BBC willsubmitappropriateSection 311 and 312 forms at the
requiredtimes to the State and County Emergency Management Coordinators and the local fire
departments.

4. BBCwilltransportand/or dispose of any hazardous wastes, as defined by the ResourceConservation
and Recovely Act of 1976 (RCRA),as amended, in accordance with all applicable federal,state,and
local regulations.

5, BBC commits to the followingpractices regardinghazardousmaterialcontainment.

• All storage tank batteries that contain any oil, glycol, produced water, or other fluid whichmay
constitute a hazard to public health or safety will be surrounded by a secondary means of
containment for the entire contents of the largest single tank in use plus freeboard for
precipitation, or to contaín I10% of the capacity of the largest vessel. The appropriate
containrnent and/or diversionary structures or equipment, including walls and floor, will
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any oil, glycol or producedwaterand shall be constructed so that any dischargefrom a priraary
containment system,suchas a tank or pipe, will not drain, infiltrate,or otherwise escape to
ground or surface waters beforecleanup is completed.

• Treaters, dehydrators and otherproduction facilities that have the potential to leak or spill oil,
glycol, produced water, or other fluid which may constitute a hazardto public health or safety,
shall be placed on or withinappropriatecontainmentand/or diversionarystructure to prevent
spilled or teakingfluid from reaching groundor surface waters. The appropriate contaimnent
and/or diversionary structurewill be sufficientlyimperviousto oil, glycol, produced water, or
other fluid and will be installed so that any spill or feakagewill not drain, infiltrate, or otherwise
escape to ground or surface waters prior tocompletionof cleanup.

• Notice of any spillor leakage,as defined in BLM NTL 3A, will be immediatelyreported to the
AO by the Companies as well as to such other federal and state officialsas required by law. Oral
notice will be given as soon as possible, but within no morethan24 hours, and thoseoral notices
will be confirmed in writing within 72 hours of any such
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SITE SPECIFIC RECLAMATION PLAN
PRICKLY PEAR UNITFEDERAL 13-17-12-15

The following document provides plans for interim/reclamation of the Prickly Pear Unit Federal
13•17-12-15 well pad. The reclamationobjective is to reestablisha desirable and diverse
vegetative cover that would provide wildlife habitat, grazing, and other land uses comparable to
those available prior to disturbance, as soon as is practicable aner construction is completed on
all portions of the pad not used for operations. Reclamation will also minimize potential for
erosionand allowfor invasion of the surroundingnativevegetation.

ON-SITECONDITIONS PRICKLY PEAR 13-17-12-15
This location is not constructedat this time. The area currentlyis a combination of mountain
phrub, pinyon and junipercommunitics. Soil depth averages 14", with the A-horizon <1" and B-
horizon 9".

The surfacearea containsapproximately 80% of smallrock; subsurfacecontainedlessthan 10%.
Topsoil salvage and the removal of existing vegetation will be implementedto maximize
material for both interim and final reclamation. Vegetative debris (trees and shrubs) will be
removed and stock piled adjacent to the pad where it will be used for interimreclamation. The
topsoil will be windrowed and piled to facilitate easy distributionfollowingthe completionofthe
well.

Thefollowingreclamation procedures would beapplicable for all interimand finaireclamations.

SURFACE PREPARATfON
Arcas to be reclaimed would be recontoured to create topography conducive to rc-vegetation and
minimizing crosion potential. Channels would be constructedand riprap would bc used as
appropriate to ininimize the potential for crosion. Once the contours were established and
drainage in place, the entire disturbed area will be ripped perpendicular to the slope direction to a
depth of 6-10 Inches to facilitate root penetration. Following the rlpping, any available topsoil
(growthmedia) will be spread to a uniform depthover theentire arca.

Existingnative topsoil A&B horizons are not well defmod. The A horizon is less then one inch
and the B-horizon is approximately four inches. Approximately 14 inchesof matcrial(reference
C horizon) has root penetration and would be a suitablegrowth media if supplementedwith a
slow release broadbased fertilizer such as 16-16-8. The existing spoil pile is not suitable growth
mediaand shouldbe redistributed in a manner to facilitatea top dressing of two to six inches of
growthmedia.

The reclaimed surface would not be smoothed out, but rather left rough, uneven, and pock-
marked to create an uneven surface to diminish the likelihood of erosion (gulliesand tills),
capture precipitation, and enhance the success of rovegetation.
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Bill Barrett Corporation
Reetamation Plan

Page 3 of 4

combination with 100 lbs of wood fiber mulch, 40 lbs of organic tackifier, and 300 gallons of
water per acre. This application would ensure seed/groundcontact. The mulchprovides a visual
marker to ensureeven coverage and consistent seeddistribution. The organic tackifierbinds the
uppermost ¼ inch of soil in place to minimize erosion, and keeps the mulch and fertilizer in
place on the steeperslopes.

The second phase would overspray 1,500-2,000 lbs of wood fiber mulch in combination with
200 lbs of 16-16-8 fertiliter/acre. On slopes greater than 50% an additional 40 lbs of organic
tackifier would be added. The mulch overspray should follow the seed application within24
hours to minimize depredation of seeds by birds and rodents.

Steep Areas Ø:1 or Greaterk Excluding Rock Escaraments)
In additionto the hydro mulch mythologypreviously described, a wood fiber matrixat a rateof
2000 lbs per acre would be applied following the mulch application within 48 hours. Materials
such as "Soil Card" will add one to three years of crosion protection while ensuring adequate
time to allow germination and establishment of the native species.

The resceded and mulched areas would be allowed to dry for at least 12-24 hours, depending on
weather conditions, before the site is walked on.

SmLMix
The majority of the area is comprised of a vegetation type referred to as sage/grass/shrub. A
primary objective of the reclamation effort is site stabilization; therefore,a species composition
that prövides rapid groundcover while allowing invasion of the surrounding native vegetation is
desirable. The following seed mixes weæ also designed to create a stable diverse vegetative
cover while maximi2ing the benefits to both wildlife and domestic stock and ensuring
compatibility with the surrounding vegetation.

The seed mix within Table A is based on current technology and is submitted as a suggestion to
the BLM.
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Redanation Plan
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Table A - Seed MIx

Enths: L½
Palmer Penstemon 0.5 lbs/acre
Golden Cryptantha 0.25 Ibs/acre
Utah Sweet Vetch 0.5 lbs/acre
Yellow SweetClover' 2.0 lbs/nore
LewisFlax 1.0 lbs/nore

9.mun ma
TndlanRiceGrass 1.0 Ibs/acre
Needle & Thread Grass 1.0 Ibs/acro
Intermedlate Wheat Grass 2.0 lbs/acro
Blue Gramma 0.5 lbs/acre
Galletta 0.5 lbs/acre
Great Basin Wild Rye 2.0 lbs/aore

Woody Plants g,g
(4) Wing Salt Brush 2.0 Ibs/acre
Winter Fat 0.5 lbs/acre
Wyorning Big Sage 0.25 lbs/acre
Utah serviceberry 1.0 lbs/acre

Total 15.0 lbs/acre

' Yellow Sweet Clover is planted as a nurse empto provide solar potection, soil hinding and nitmgen iking. It would
normally be crowded out in two lo thicoyears.
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TMC 1: Browse Hand Planting
Tubeling Mixtures

One of the two browse species lists (checked below) are to be handplanted at the prescribed
application rate and according to the followingprescribed methods on areas that are undergoing
long term reclamation. The would ¡nclude all pipeline corridors, berm aroundedge of drill pads,
miscellaneousdisturbed areas associatedwith constructionsuch as staging areas for equipment,
sidocaston road cuts,along sideupgraded or new roads up to and including borrow ditch and in
the terminationof redundant access roads being closed. This planting shall be completed in the
first planting windowfollowing completion of construction and on all other disturbedareas upon
final reclamation.

Planting Methods:

Planting shall be accomplished using a labor force with specific experience in landscape
restoration, hand planting methods and handling and care of browse tubeling and or bareroot
stockplants.

Browse plants to be utilized can be bareroot stockor tubcling stockplants of I year old age class
or greater.

Browse seedlingprotcetors will be used to provide protection from browsingungulates for two
years. Seedling protectors will be of an open mesh rigid design that will break down when
exposed to sunlightand that measures a minimum of 12 inches in length and 4 inches in diameter.

Plantingshall be completed in the spring (March 1-April1)and or fall (November1-December1)
planting windows.

Browseplants shall be stored and handled in such a manner as to maintain viability, accord¡ng to
the type of browse stockbeing used.

Planting $peciesand Application Rate:

[ ] Sagebrush.Grass ( JPinyon-Juniper

Plants Per Acre
Species
Wyoming Sagobrush(GordonCreek) 100 50
Fourwing Saltbush (Utah seed source collected 100 50

at or above 5.000 feet elevation)
True MountainMahogany (Utah seed source) 0 50
AntelopeBitterbrush(Utah scedsource) 0 50

Total 200 200

Suitable Substitutions:

Utah Serviceberry no 50
Winterfat 100
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GILL BARRETTCORPORATION
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C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Buildinq Location- Notify the Price Field Officeat least 48-hours prior to commencing
construction of location.

Spud- Notify the Price Field Office 24-hours prior to spud. Submit written notification (Sundry
Notice, Form 3160-5) to the Moab Field Office within 24-hours after spud, regardless of whether
using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

DrillinqSuspensions- Operätions authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. AII conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Office when the well is placed into production. Initial notificationmay be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-days after completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Officefor approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqlinq-Prior approval must be obtained from the Moab
Field Officefor off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Office within thirty-days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Don Stephens (435-636-3608) or Walton Willis (435-636-3662) of the BLM Price Field
Office for the following:

2 days prior to commencement of dirt work, construction and reclamation; (Stephens)

1 day prior to spud; (Willis)

50 feet prior to reaching the surface casing setting depth; (Willis)

3 hours prior to testing BOP equipment. (Willis)

If the person at the above number cannot be reached, notify the BLM Moab Field Officeat
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



STATEOF UTAH FORM e
DEPARTMENT OF NATURALRESOURCES

DMSION OF OIL, GAS ANDMINING

CONHOBO
ENTITYACTIONFORM

Operator BillBarrett Corporation Operator Account Number: N 2165

Address 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8134

Well 1

API Number Well Name QQ See Twp Rng County
4300731287 PricklyPear Unit Federal 9-17-12-15 NESE 17 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number

10/21/2007

Comments:
Spudding Operations were conducted by Cr2Lg 5 ROUSÌBbout Service,

MAA nVg U I lUL liliL

Wall 2
API Number WellName QQ Sec Twp Rng County
4300731308 PricklyPear Unit Federal 8-17D-12-15 NESE 17 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment

Comments:
uddingO ra o a eraconduc i rag's u a t Service,

00NFllFNTIAL
Well 3

API Number Well Name QCI See Twp Rng County
4300731288 Prickly Pear UmtFederal 1-170-12-15 NESE 17 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment

A R
/t,Sumber EIRectiveDate

Comments:
Spudding Operations were conducted by Cralg's RoustahoigServiceRea=mm *= " CONFilENTIAL

ACTION 000E5:
A - Establish new entity for new well (single well only) Tracey Fallang
B - Add new well to existing entity (groupci unit nail) Namo (PI ase Prind
C - Re-assign well from one existing entity to another existlig entity 'l R/./-// RÊA drM PA
D - Re-assign wellfrom one existing entity to a new entity signÀ1ûro |
E - 01her (Explain in 'comments' section) Environrnental halyst 10 2007

RECEIVED "= °••

OCTI 9 2007
DIV.0FOIL,GAS&



tfallang
CONFIDENTIAL

Form 3160-5 FO PPROVED
(August 2007)

DEPARTMENT OF THE INTERIOR 10
BUREAU OF LAND MANAGEMENT ease seri O

UTU-73006
SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe NameDo not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.
SUBNIITIN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

Prickly Poar / UTU791871. Type of Well

O onwen U oaswen O Other Ñr Pae
Un

tNF
deral 9-17-12-15

2. Name of Overator 9. API Well No.Bill Barrett Corporation 43-007-31287
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area10e9918th Str8eOet,Suite 23oo

303-312-8134 Undesignated/Wasatch-Mesaverde
4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, StateNESE, 2057' FSL, 687' FEL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off
O Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Spud
O Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal
13. Describe Proposed or Completed Operation: Clearly stateall pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 daysfollowing completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed oncetesting has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator hasdetermined that the site is ready for final inspection.)

This sundy is being submitted as notification thatthis well was spud on 10/21/2007.

14. I hereby certify thatthe foregoing is true and correct.
Name (Printed/Typed)

Tracey Faallang TDitle Environ2mental/Regulatory Analyst

( THIS SP FEDERAL OR STATEOFFICE USE
Approved by

I'itle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.
Title 18 U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any depa ited States any false,fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page 2)

DIV.0FOIL,GAS&



BSDn pason systems usa corp.
1 8100 Table Mountain Parkway • Ste. 100 • Golden • CO • 80403

Telephone (720) 880-2000 • Fax (720] 880-0018
www.pason.com

November 14, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PRICKLY PEAR 9-17-12-15
SEC. 17, T12S, R15E
CARBON COUNTY, UT

To Whom It May Concem:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel
Geology Manager
Pason Systems USA
BN/gdr

Encl: 1 Computer Colored Log.

Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.

gRECEIVED
NOV15 2007

DIV.0FOIL,GASi



tfallang
CONFIDENTIAL

Form 3160-5 UNITED STATES '
(August 2007) DEPARTMENT OF THE INTERIOR ly 31 10

BUREAU OF LAND MANAGEMENT I
UTU-73006

SUNDRY NOTICES AND REPORTS ON LLSI M 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to dri/I or re- N/A

abandoned well. Use Form 3160-3 (APD) for & .

SUBMIT IN TRIPLICATE -- Other instructions on page 2. .

7.4f Unit of CA/Agreement, Name and/or No

1. Type of Well
Prickly Poor Unit! UTU 070187

Oil Well Gas Well Other r
Pae an NF

deral 9-17-12-15
2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-31287

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) 11. Country or Parish, State
NESE, 2057' FSL, 687' FEL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Wel Integrity

Subsequent Report Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertínent details, including estimated starting date of any proposed work and approximate duration thereof lf
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No.on file with BLM/BlA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 11/09/2007 THROUGH 11/15/2007

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 11/20/2007

THIS CE FOR FEDERAL OR STATE OFFICE USE

Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORY DRILLINGSUMMARY wencore

Well : Prickly Pear Fed. #9-17-12-15 Phase/Area : West Tavaputs Operations Date : 11/10/2007

Report #: 12
Bottom Hole Display API #lLicense

Depth At 06:00 : 7352
NESE-17-12S-15E-W26M 43-007-31287

Estimated Total Depth : 7440

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 10/23/2007 Days From Spud : 18

Morning Operations: CEMENTING

Remarks :

Time To Description

8:30 AM PreJobSafetyMeeting, PREURE TEST SURFACE LINES TO 5000
PSI, PUMP 10 FRESH 20 SUPERFLUSH, 10 FRESH, 403 bbl cmt
[1520 sx 50/50 poz cmt] diplace 113 bbl diplacement plug down 08:30

9:00 AM R/D HALCO
11:30 AM N/D SET SLIPS CUTT OFF
6:00 AM R/D & SKID***RIG RELEASED MIDNIGHT******

Well : Prickly Pear Fed. #9-17-12-15 Phase/Area : West Tavaputs Operations Date : 11/9/2007

Report#: 11
Bottom Hole Display API #/License

Depth At 06:00 : 7352
NESE-17-12S-15E-W26M 43-007-31287

Estimated Total Depth : 7440

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 10/23/2007 Days From Spud : 17

Morning Operations : RIU HALCO

Remarks :

Time To Description

10:00 AM RUN TRIPPLE COMBO [LOGERSTD 7310]
1:30 PM PULL WEAR RING RUN IN HOLE
2:00 PM REAM 7247 TO 7352
3:00 PM [WAIT ON LAYDOWN HEAD ON WRECK IN CANYON DELAY 1

HOUR] CIRC SWEEP AROUND PreJobSafetyMeeting RIG UP LAY
DOWN MACHINE

10:30 PM LAY DOWN DRILL STRING [pump out 19 jts]
10:30 PM RIG UP CASERS
4:30 AM RUN 175 JT 4 1/2" #11.6 LTC1-100 SET 7339'
6:00 AM RIG DOWN T-REX & RIG UP HALLIBURTON

Report by Decision Dynamics Technology Ltd Wellcore Version 4.3.3 November 20, 2007 Page



ffallang
CONFIDENTIAL

Form 3160-5 UNITED STATES RM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT I -

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Nam
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well
Prickly Poor Unit / UTU 079187

O oilwell Gas Well Other Šr
ke ae nitNF

deral 9-17-12-15

2. Name of Operator 9. API Well No.
Bill Barrett Corporation 43-007-31287

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M., or Survey Description) 11. Country or Parish, State
NESE, 2057' FSL, 687' FEL
Sec 17, T12s-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-OŒ

Alter Casing Fracture Treat Reclamation Well Integrity

Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereoE If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new intervaL a Form 3160-4 must be illed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITY FROM 1/10/2008 THROUGH 1/30/2007
REPORT#2-9

RECEIVED
FEBOA2008

14. I hereby certify that the foregoing is true and correct.
DIV.0FOli,GASAMNo

Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst

Signature 74/ Date 01/31/2008

THIS SPAC OR FEDERAL OR STATE OFFICE USE

pproved by

fitle Date
Conditions oÉapproval,if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false

fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(liistructions on page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/21/2008 Report #: 7

AFE #; 14239D

Summary : SI. End Time Description
11:00 PM SI. Rig IPS

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/19/2008 Report #: 6

AFE # : 14239D

Summary : MIRU IPS flow back equipment. Wait on End Time DescriptionWellhead inc. to set Frac tree's.
9:00 AM Shut in
5:00 PM MIRU IPS flow equipment, 3 Flow tanks, 6 Frac tanks.
5:00 PM SI.

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/16/2008 Repon #: 5

AFE # : 14239D

Summary : SI. Rig HLS . nipple up packoff on tbg End Time Descriptionhead. Rig B&C quick test. RlH with CBL
logging tool. Ran cement bond log 7:00 AM SI.
holding 1000 psi on casing 8:00 AM HLS nipple up packoff head on tbg head.

11:30 AM PU cement bond log. RIH log from 7196 to 100 ft. holding 1000
psi pressure on casing to log. Approx. cement top @ 1920 ft.
Move EL off

11:59 PM Set tbg head on well. Shut in

Report by Decision Dynamics Technology Ltd Wellcore Version 4.3.8 January 24, 2008 Page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display i API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/15/2008 Report #: 4

AFE #: 14239D

Summary : SI End Time Description

11:00 PM SI.

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date ; 1/14/2008 Report #: 3

AFE #: 14239D

Summary : Sl. End Time Description

11:00 PM SI.

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/12/2008 Report # : 2

AFE # : 14239D

Summary : St. production work on facility. Wait on End Time Description
HLS crane. MIRU crane. Could not Gyro
equipment to read in Halliburton logger. 8:00 AM SI. Halliburton was to work on crane or change out crane. Did not
PU Gyro with batterys RIH log well. tag work on or change ot.
PB @ 7196 98 ft. fill. SDFN 11:30 AM Wait on Halliburton for new crane.

12:30 PM MI change out Cranes.
3:40 PM Rig up Gyro tool to HLS logger. could not get tool to read in logger

properly. Rehead logger cable. did not change reading.
8:00 PM Rig Gyro log with battery pack start logging well. logged from 7196

to 100 ft Tag PB 98 ft. from shoe.
8:00 PM SDFN
8:00 PM

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.8 January 24, 2008 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/30/2008 Report #: 9

AFE #: 14239D

Summary : SL Retest Frac tree. Perforate stage 1 End Time Description
Price. River. Hot oil truck did not heat
frac water. SDFN. 7:00 AM SI.

7:30 AM Safety Meeting
7:30 AM Hot oiltruckdid not heat frac water. All water 32 deg.
12:40 PM Waiton Hot Oil truck. Retest frac tree. Hot oiltruckon loc at 12:40

PM.
2:00 PM BWWC EL stage 1 Price River. PU 10 ft.perf guns. RIH correlate to

short jt. run to perf depth Perforate @ 7181-7184 & 7161-7168,
3JSPF, 120 phasing, 23 gram charges. POOH

2:00 PM Shut down for day.

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/29/2008 Report #: 8

AFE #: 14239D

Summary : St. Nipple up Frac Tree. Rig HES &
. End Time Description

Black Warrior EL. Run 3.620 gauge nng.
POOH SDFN 3:30 PM Wellhead Inc. nipple up Frac Tree

5:30 PM Rig HES and Black Warrior on Frac tree.
5:30 PM ,, . .

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.8 January 31, 2008 Page



ffallang

UNITED STATES ' CONFIDENTIAL
DEPARTMENT OF THE INTERIOR A g i F Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT rial No.

SUNDRY NOTICES AND REPORTS ON WELLS 6. Iflndian, Allotte Tribe
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well
Prickly Pear Unit! UTU 079187

O onwen 2 Gas Well Other Ñr I
Pae ndNF

deral 9-17-12-15
2. Name of Operator 9. API Well No.
Bill Barrett Corporation 43-007-31287

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T R.,M, or Survey Description) 11. Country or Parish, State
NESE, 205T FSL 68T FEL
Sec.17 T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMlSSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

casingRepair New Construction Recomplete Other WEEKLY ACTIVITY
Subsequent Report

ChangePlans Plug and Abandon Temporarily Abandon REPORT

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No.on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITY FROM 1/31/2008 THROUGH 02/07/200$
REPORT # 10-16

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

signature Date 02/11/2008

THIS SP E FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency ofthe United States any false
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/31/2008 Report #: 10

AFE #: 14239D

Summary : SICP:0 Safety Meeting, Pressure test' End Time DescriptionFrac stage 1. EL stage 2. Frac #2. EL
stage 3. Frac #3. EL stage 4. Frac #4. 2:20 PM BWWC EL stage 4 Dark Canyon . PU HES CFP with 10 ft. perf
SDFN guns. RIH correlate to short jt. run to setting depth set CFP @6630

ft. PU perforate @6553-6558 & 6536-6541, 3 JSPF, 120 phasing,
23 gram charges. .430 holes. POOH turnwell over to frac.

4:00 PM HES Frac stage 4 Dark Canyon 70Q.foam Frac. Load & Break
@2,865PSI @16.6BPM. Avg. Wellhead Rate:33.3 BPM. Avg.
Slurry Rate:13.5 BPM. Avg. Co2 Rate:18.4 BPM. Avg. Pressure:
5,080 PSI. Max. Wellhead Rate:35.4 BPM. Max. Slurry Rate:24.3
BPM. Max. CO2 Rate: 24.9 BPM. Max. Pressure: 6,131 PSI. Total
Fluid Pumped:21,023 Gal. Total Sand In Formation:74,900 LB.
(20/40 White Sand) CO2 DOwnhole:124 tons. CO2 Cooidown: 10
tons, ISIP:3,040 PSI. Frac Gradient:0.90 psilft. Successfully
flushed wellbore with 50Q foam 50 BBL over flush with 500 gal. fluid
cap.

4:30 PM Drain equipment for night.
4:30 PM Shut in for night.

Report by Decision Dynamics Technology Ltd. Welicare Version 4.3.8 February 11 2008 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 1/31/2008 Report #: 10

AFE #: 14239D

Summary: SICP:0 Safety Meeting, Pressure test' End Time Description
Frac stage 1. EL stage 2. Frac #2. EL
stage 3. Frac #3. EL stage 4. Frac #4. 7:00 AM SICP:0
SDFN 7:30 AM Safety Meeting, Pressure test

8:30 AM HES Frac stage 1 Price River 70Q foam Frac. Load & Break
@3,916PSI @4.9BPM. Avg. Wellhead Rate: 29 BPM. Avg. Slurry
Rate:11.9 BPM. Avg. CO2 Rate:15.8 BPM. Avg. Pressure:
4,561PSI. Max. Wellhead Rate:32 BPM. Max. SLurry Rate:21.3
BPM. Ma×. CO2 Rate:22.3 BPM. Max. Pressure:4,803 PSI. Total
Fluid Pumped: 15,546 Gal. Total Sand in Formation:60,100 lb.
(20/40 White Sand) CO2 Downhole:100 tons. CO2 Cooldown:8
tons. ISIP:3,916 PSI. Frac Gradient:0.87 psilft. Successfully
flushed wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid
cap.

11:20 AM HES frac stage 2 Price River 70Q Foam Frac. Laod & Break
@4,819PSI @ 17BPM, Avg. Wellhead Rate:33.2 BPM. Avg.
Slurry Rate:13.8 BPM. Avg. CO2 Rate:18.1 BPM. Avg.
Pressure:5,707 PSI. Max. Wellhead Rate:36.6 BPM. Max. Slurry
Rate:25.7 BPM. Max CO2 Rate: 25.2 BPM. Max. Pressure:6,232
PSI. Total Fluid Pumped: 17,903 gal. Total sand in Formation:
70,200 lb.(20/40 White Sand) CO2 Downhole:112 tons. CO2
Cooldown:6 tons. ISIP:3,682 PSI. Frac Gradient:0.93 psilft.
Dropped Qty: 3 perf balls in pad stage and 3 balls in 2# sand stage.
Successfully flushed wellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

8:30 AM BWWC EL stage 2 Price River. PU HES CFP with 9 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @7050ft. PU
perforate @6980-6987 & 6946-6948, 3 jspf, 120 phasing, 23 gram
charges, .430 holes. POOH turn wellover to frac.

1:20 PM BWWC EL stage 3 Dark Canyon, PU 10 ft. perf guns withHES
CFP. RIH correlate to short jt. run to setting depth set CFP @6840
FT. Perforate @6775-6777, 6766-6770, 6756-6758 & 6738-6740
3,JSPF, 120 phasing, 23 gram charges. .430 holes. POOH turnwell
over to frac.

1:30 PM HES Frac stage 3 Dark Canyon 70Q foam frac. Load & Break @
5,681PSI @15.7BPM. Avg. Wellhead Rate:30.6 BPM. Avg. Slurry
Rate:12.9 BPM. Avg. CO2 Rate: 16.6 BPM. Avg. Pressure:5,656
PSI. Max. Wellhead Rate: 35.5 BPM. Max. Slurry Rate:24.9 BPM.
Max. Co2 Rate:22.1 BPM. Max. Pressure: 6,348 PSI. Total Fluid
Pumped: 21,243 Gal. Total Sand in Formation:90,000 lb.(20/40
White Sand) CO2 Downhole: 143 tons. CO2 Cooldown: 10 tons.
ISIP:3,460 PSI Frac Gradient: 0.95 psilft. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/2/2008 Report #: 12

AFE #: 14239D

Summary : Stages 1-4 shut in. wait on fracs End Time Description

11:59 PM SI wait on frac

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/1/2008 Report # : 11

AFE #: 14239D

Summary : SICP 1700. BWWC EL stage 5 Horth End Time Description
Horn. Frac stage 5. Could not good
break into Formation. Ma×. on PSI. 6:00 AM SICP: 1700
Flowed well for 1/2 hour to lift sand off 7:30 AM 12 FT. Perf guns with HES CFP. RIH correlate to short jt. run to
perf, tryto break with no success. EL setting depth set CFP @ 6460 ft. PU Perforate @6389-6396,
perf guns, tag sand 5 ft.above bottom 6352-6354 & 6322-6325, 3jspf, 120 phasing, 23 gram charges, .430

perf interval. RDMO.EL & Frac. Flow holes. POOH turn well over to frac.
back stages 1-5

9:00 AM HES frac stage 5 North Horn. Load & Break. Could not get good
break into formation, made several attemps. with no success.

10:00 AM Flow back stage 1-4 try to flowsand off perfs. had no success.
10:30 AM HES frac tryed to break into formation withno success.
11:30 AM BWWC RIH withperf guns correlate to short jt. run to perf depth tag

sand @6385 ft. four ft. above bottom interval @6389 POOH.
RDMOEl.

1:00 PM Shut in
11:00 PM ¡PS flow stages 1-5 to flow tanks try to lift sand off perfs.

11:59 PM FCP: 725 Shut in for night
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REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/5/2008 Report #: 14

AFE #: 14239D

Summary : SI. HES frac stage 5. N.H. EL stage 6 End Time Description
Frac #6.. SI. Clean up equipment. Flow
stages 1-6. 7:00 AM SI. Safety Meeting, Driving, Frac

9:30 AM HES Frac tage 5 North Horn 70Q foam Frac. Load & Break @
6,016 psi @ 16.8 BPM. Couuld not get good pump rates, Pumped
1615 lbs 20/40 @0.50 in pad . Started frac. Avg. Wellhead Rate:
27.5 BPM. Avg. Slurry Rate: 10.9 BPM. Avg, CO2 Rate: 15.3 BPM,
Avg.. Pressure: 6,262 PSI. Max. Wellhead Rate: 33.8 BPM. Max.
Slurry Rate: 21.7 BPM. Max. CO2 Rate: 19.1 BPM. Max.Pressure:
6,965 psi. Total Fluid Pumped: 32,357 gal. Total Sand in
Formation: 130,200 lb. (20/40 White Sand) CO2 Downhole: 181
tons. CO2 Cooldown: 9 tons. ISIP:4,094 PSI. Frac Gradient: 1.08
psilft. Did'nt drop balls due to high treatingPSI. Successfully
flushed wellbore with 50 Q foam 50 bbl over flushwith 500 ga

11:00 AM BWWC EL stage 7 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6300 ft. PU
perforate @6242-6252, 3 JSPF, 120 phasing, 23 gram charges,
.430 holes. POOH turn well over to frac.

1:35 PM HES Frac stage 6 North Horn 70Q foam frac. Load & Break @5,207
PSI @ 12 BPM. Avg. Wellhead Rate:19.3 BPM. Avg. SLurry
Rate:8.1 BPM. Avg. CO2 rate:10.2 BPM. Avg. Pressure:4,748 PSI.
Max. Wellhead Rate:20.4 BPM. Max. Slurry Rate:17.4 BPM. Max.
CO2 Rate:12.3 BPM. Max. Pressure:5,880 PSI. Total Fluid
Pumped:13,935 gal. Total Sand in Formation:50,100 lb. (20/40
White Sand) CO2 Downhole:78 tons. CO2 Cooldown:10 tons.
ISIP:3,792 PSI. Frac Gradient:1.04 psilft. Succesfully flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

2:00 PM SI.
11:59 PM Flow stageds 1-6

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M \43-007-31287

Ops Date : 2/4/2008 Report #: 13

AFE #: 14239D

Surnmary : SICP: 725. MIRU BWWC EL gauge ring End Time Description
tag fill@6396 bottom perf stage 5.
MIRU HES frac iron 1:00 PM SI

1:00 PM Rig up Black Warrior EL
3:00 PM PU gauge ring. RIH tag @ bottom perf of stage 5 @ 6396. POOH lay

down tooÍs.
5:00 PM Move HES frac iron onto well.
S:00 PM SDFN
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REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display AP1#/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/6/2008 Report # : 15

AFE #: 14239D

Summary : Flow stages 1-6. SI. EL stage 7. stuck End Time Descriptiontoolssetting CFP. flow well free tools .

Perf stage 7. Frac #7. El stage 8. Frac 3:00 PM HES frac stage 9 Horth Horn 70Q foam frac. Load & Break @ 3,756
#8. EL stage 9, Frac 9. El stage 10. Frac PSI @12.8BPM. Avg. Wellhead Rate:19.1 BPM. Avg. Slurry
#10 Flow stages 1-10 Rate:7.9 BPM. Avg, CO2 Rate: 10.3 BPM. Avg. Pressure:3,331

PSI. Max. Wellhead Rate:21.4 BPM. Max. Slurry Rate:20.8 BPM.
Max. CO2 Rate:14.8 BPM.Max. Pressure: 4,110 PS1. Total Fluid
Pumped:13,358 Gal. Total Sand in Formation:50,000 lb.(20/40
White Sand) CO2 Downhole:75 tons. CO2 Cooldown: 8 tons.
ISIP:2,873PSI. Frac Gradient:1.00 psilft. Successfully flushed
wellborewith 50Q foam 50 bbl over flush with500 gal. fluid cap.

4:30 PM BWWC EL stage 10. M.Wastch. PU HES CFP with 11 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @4520 ft. PU
perforate@4374-4376, 4359-4366 &4345-4347, 3 jspf, 120
phasing, 23 gram chartges, .430 holes. POOH turnwell over to frac.

4:30 PM HES Frac Stage 10 Med. Wasatch 70Q foam Frac. Load & Break
@3,920PSI @12 BPM. Avg. Wellhead Rate:32.8 BPM. Avg.
Slurry Rate: 13.4 BPM. Avg. CO2 Rate:17.6 BPM. Avg.
Pressure:3,318 PSI. Max. Wellhead Rate: 35.6 BPM. Max. Slurry
Rate:25.4 BPM. Max. CO2 Rate: 23.7 BPM. Max. Pressure:4,323
PSI. Total Fluid Pumped: 17,912 Gal. Total Sand in
Formation:80.000 lb. (20/40 White Sand) CO2 Downhole:104 tons.
CO2 Cooldown: 8 tons.lSIP:2,320 PSI. Frac Gradient:0.97 psilft.
Successfully flushed wellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

6:00 PM SI.
11:59 PM Flow stages 1-10
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/6/2008 Report #: 15

AFE #: 14239D

Summary : Flow stages 1-6. SI. EL stage 7. stuck End Time Descriptiontoolssetting CFP. flow well free tools .

Perf stage 7. Frac #7. El stage 8. Frac 4:00 AM Flow stages 1-6 FCP: 650 psi. recovered 683 bbis. in 13.5 hours.
#8. EL stage 9, Frac 9. El stage 10. Frac avg. of48.14 BPH.
#10 Flow stages 1-10 5:00 AM SICP: 650

7:00 AM BWWC on loc. EL stage 7 North Horn . PU HES CFP with 10 ft.
guns. RlH corrediate to short jt. run to setting depth set CFP @6300
ft. stuck tools in sand. had to flow casing to free tools. PU perforate
@6242-6252, 3 JSPF, 120 phasing, 23 gram charges, .430 holes.
POOH turnwell over to frac.

12:45 PM HES Frac stage 8 North Horn 70Q foam frac. Load & Break
@5,700PSI @16.7BPM. Pad stage dropped 3 perf balls max. on
PSI. had to surge balls offperfs to frac. Avg. Wellhead Rate:26.7
BPM. Avg. Slurry Rate:10.5 BPM. Avg. CO2 Rate: 15.2 BPM. Avg,
Pressure: 5,434 PSI. Max. Wellhead Rate:35.4 BPM. Max. Sturry
Rate:24.2 BPM. Max. CO2 Rate: 20.9 BPM. Max. Pressure:7,018
PSI. Total Fluid Pumped:23,033 Gal. Total Sand in Formation:
92.100 lb.(20/40 White Sand) CO2 Downhole:135 tons. CO2
Cooldown:10 tons. ISIP:3,230 PSI. Frac Gradient:1.02 psilft.
Dropped Qty: 3 perf balls in pad. no balls in 2 # sand due to pumps
kicking out on pad stage with high PSI. Successfully flush

9:00 AM HES frac stage 7 North Horn 70Q foam frac. Load & Break @
5,211 PSI @16.9BPM. Avg. Wellhead Rate:23.7 BPM. Avg. Slurry
Rate:9.9 BPM. Avg. CO2 Rate: 12.9 BPM. Avg. Pressure:4,582
PS1. Max. Wellhead Rate:25.1 BPM. Max. Slurry Rate: 25.1 BPM.
Max. CO2 Rate: 15.4 BPM. Max. Pressure:5,211 PSI. Total Fluid
Pumped:18,159 Gal. Total Sand in Formation:60,100 lb.(20/40
White Sand) CO2 Downhole: 90 tons. CO2 Cooldown: 10 tons.
ISIP:3,671PSI. Frac Gradient:1.05 psilft. Successfully flushed
wellbore with 50Q foam 50 BBL over flush with 500 gal. fluid cap.

11:20 AM BWWC EL stage 8 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short JT. run to setting depth set CFP @5710 ft.
PU perforate @5619-5624, 5559-5562, & 5466-5468, 3 jspf, 120
phasing, 23 gram charges, .430 holes. POOH. top perf gun did not
fire. PU new 2 ft. gun RIH correlate to short jt. run to perf depth
perforate @5466-5468, 3 spf, 120 phasing, 23 grarn charges, .430

holes. POOH turnwell over to frac.
1:45 PM BWWC El stage 9 North Horn. PU HES CFP with 10 ft. perf guns.

RIH correlate to short jt. run to setting depth set CFP @5160 ft. PU
perforate @ 5072-5082, 3 JSPF, 120 phasing, 23 gram charges,
.430 holes. POOH turn well over to frac.
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/7/2008 Report # : 16

AFE #: 14239D

Summary : Flow stages 1-10, SI, El stage 11. Frac End Time Description#11. Computor problems in frac van. El
stage 12, Frac 12. SI. RDMO EL and 4:00 AM Flowstages 1-10. FCP: 625 psi on 46 ck. recovered 290 bbl in 10
frac. Flow stages 1-12 hours avg. of 29 BPH. CO2 high.

5:00 AM SI for EL work
7:00 AM BWWC EL stage 11 M.Wasatch. PU HES CFP with 10 ft. perf guns.

RIH correlate to short jt . run to setting depth set CFP @4250 ft. PU
perforate @4134-4138 & 4107-4113, 3JSPF, 120 phasing, 23 gram
charges. .430 holes. POOH turnwellover to frac.

9:00 AM HES Frac stage 11 M.Wasatch 70Q foam frac. Load & Break @
3,386 PSI @13.8 BPM. Avg. Wellhead Rate: 33.1 BPM. Avg.
Slurry Rate: 13.7 BPM. Avg. CO2 Rate: 17.6 BPM. Avg. Pressure:
3,407 PSI. Max. Wellhead Rate: 35.4 BPM. Max. Slurry Rate: 25.6
BPM. Max. CO2 Rate: 23.7 BPM. Max. Pressure: 3,514 psi. Total
Fluid Pumped: 19,757. Gal. Total Sand in Formation:80,200
lb.(20/40 White Sand) CO2 Downhole: 103 tons. CO2 Cooldown: 8
tons. ISIP:2,568 PSI. Frac Gradient: 1.06 psilft. Successfully
flushed wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid
cap.

10:00 AM BWWC El stage 12 M. Wasatch, PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @ 4048 ft. PU
perforate @3950-3960, 3 JSPF, 120 mphasing, 23 gram charges,
.430 holes. POOH turn well over to frac.

11:40 AM HES. Problems with computors in frac van. Frac stage 12
M.Wasatch 70Q foam frac. Load & Break @4,129 PSI @15.5
BPM. Avg. Wellhead Rate: 18.9 BPM. Avg. Slurry Rate: 7.9 BPM.
Avg. CO2 Rate: 10.1 BPM. Avg. Pressure: 2,829 PSI. Max.
Wellhead Rate: 21.3 BPM. Ma×. Slurry Rate: 18 BPM. Max. CO2
Rate: 14.6 BPM. Max. Pressure: 4,129 PSI. Total Fluid Pumped:
11,089 Gal. Total Sand in Formation: 40.000 lb.(20/40 White Sand)
CO2 Downhole: 60 tons. CO2 Cooldown:6 tons. ISIP:2,461 PSI.
Frac Gradient: 1.06 psilft. Successfully flushed wellbore with 50Q
foam 50 bbi over flush with 500 gal. fluid cap.

2:00 PM Rig down BWWCand frac iron off well
11:59 PM 1PS flow back stages 1-12 throughtest equipment.
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ffallang
CONFIDENTIAL

EDForm 3160-5 UNITED STATES B 44137(August 2007) DEPARTMENT OF THE INTERIOR xpires: July 31, 2010
BUREAU OF LAND MANAGEMENT ALe erialNo.

UTU-73006
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an N/A
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7.IfUnit of CA/Agreement, Name and/or No.
Prickly Pear / UTU 791871. Type of Well

Oil Well Gas Well Other 8Pr Pae
n

tNF
deral 9-17-12-15

2. Name of Overator 9. API Well No.
BillBarrett Corporation 43-007-31287

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99m18thStr8e0et,Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
NESE, 2057' FSL, 687' FEL
Sec 17, T12S-Ri5E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity
Casing Repair New Construction Recomplete OtherSubsequent Report
Change Plans Plug and Abandon Temporarily Abandon

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, inoltidingreclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This sundry is being submittedas notificationof first sales on February 9, 2008. Use of an EFM was previously requested in the approved APD. Use of a flow
conditioner (versus a straighteningvane) is requested with thisnotification. BBC has found thatbecause vanes are secured to the meter run with bolts,
compromised measurement occurs when these bolts loosen and the vanes come into contact with the orific. Flow conditioners are put in place with flange
faces which eliminatethe possibility of dislodging and flowing into the orifice.

Ifyou have any questions or need further information, please contact me at 303-312-8134.

RECEIVED
FEB15 2008

DIV.0FOlL,GAS&MINING

14. I hereby certify that the foregoingis true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signate

FOR FEDE L T TE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legalor equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency of the United States any false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.
(Instructions on page



tfallang

Form3160-5 UNITEDSTATES
'CONFIDENTIAL [0NFilEW&sas

(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31, 20\0
BUREAU OF LAND MANAGEMENT 5. Lease Serial No. 6 " E

UTU-73006
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee oT life Ane

Do not use this form for proposals to drill or to re-enter an N/A
abandoned we/I. Use Form 3160-3 (APD) for such proposals.

SUBNIITIN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear Unit / UTU 079187

1. Type of Well
8. Well Name and No.Oil Well Gas Well Other Prickly Pear Unit Federal 9-17-12-15

2. Name of Operator 9. API Well No.
Bill Barrett Corporation 43-007-31287

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M., or Survey Description) l I. Country or Parish, State
NESE, 2057 FSL, 687' FEL
Sec 17. T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTlCE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Q Acidize Deepen Production (Start/Resume) Water Shut-Of

O^itercasing vractureTreat acciamation Well Integrity

Subsequent Repon Casing Repair New Construction Recomplete Other WEEKLYACTIVITY

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion ofthe involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITYFROM 02/08/2008 THROUGH 02/17/2008
REPORT#17-19

RECENED

FEB2 i 2008

Og OFOL GAS&M\N\NG

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

signature Date 02/19/2008

THIS SP NR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval ofthis notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/10/2008 Repod #: 19

AFE #; 14239D

Summary : Flow stages 1-12. Casing to production End Time Descriptionsales.1.6 MMCFD.
6:00 AM Flow stages 1-12. FCP: 625 psi on 38 ok. recovered 157 bbl in 24

hours. Gas rate: 3.125 MMCFD
9:00 AM Flow stages 1-12

9:00 AM Casing to sales. 19 ok. 1.6 MMCFD

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/9/2008 Report #: 18

AFE #: 14239D

Summary : Flow stage 1-12 End Time Description

6:00 AM Flow stages 1-12 FCP: 750 psi on 38 ck. recovered 180 bbl in 24
hours. CO2: 16 %

11:59 PM Flow stages 1-12

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 2/8/2008 Report #: 17

AFE #: 14239D

Summary : Flow stages 1-12 End Time Description

6:00 AM Flow stages 1-12 FCP: 725 psi on 42 ck, recovered 76 bbl in 12
hours Avg. of 6.3 BPH

11:59 PM Flow stages 1-12

Report by Decision Dynamics Technology Ltd Welicore Version 4.3.8 February 18, 2008 Page



ITED STATEs F DENTIAL
EWAkÌMENT OF THE INTERIOR

OFB
NO 100 -0 7

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease SerialNo.
UTU-73006

la. Type of Well Oil Well Gas Well Dry Other 6. If Indian, Allottee or Tribe Name

b. Type of Completion: New Well Work Over Deepen Plug Back Diff Resvr., N/A
7. Unit or CA Agreement Name and No.

Other: Prickly Pear / UTU-79487
2. Name of Operator 8. Lease Name and Well No.
Bill Barrett Corporation Prickly Pear UnitFederal 9-17-12-15

3. AddreSS 1099 18th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.
Denver, CO 80202 303-312-8134 43-007-31287

4. Location of Well (Report locationclearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory
Undesignated / Wasatch-Mesaverde

At surface NESE, 205T FSL, 687' FEL 11. Sec., T., R., M., on Block and
Survey or Area

Sec. 17, T12S-R15E

At top prod. interval reported below vertical Well 12. County or Parish 13. State

At total depth vertical well Carbon County UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 02/03/2008 17. Elevations (DF, RKB, RT, GL)*

10/21/2007 11/07/2007 D & A g Ready to Prod. 7420' ungraded ground
18. Total Depth: MD 7352' 19. Plug Back T.D.: MD 7295' 20. Depth Bridge Plug Set: MD N/A

TVD N/A TVD N/A I TVD

21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? O No Yes (Submit analysis)

rn co-E o L/CBL/W Mud Log Was DST run? No Yes (Submit report)
" I Directional Survey? No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cemhenter No of SCksn
d

Slu Vol. Cement Top* Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface

12 1/4" 9 5/8" JS5 36# 0 1038' 450 Premium 92 bbis Surface

8 3/4" & 4 1/2" P110 11.6# 0 7339' 1520 50/50 Poz 404 bbis 1700'

7 7/8"

|
24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

|
25. Producing Intervals 26. Perforation Record

Formation Top Bottom i Perforated Interval Size No. Holes Perf. Status

A) Wasatch (inc North Horn) 3950' 6541' 3950' - 3960' 0.43" 30 Open
N Mesaverde 6553' 7184' 4107' - 4138' 0.43" 30 Open
C) 4345' - 4376' 0.43" 33 Open
D) 5072' - 5082' 0.43" 30 Open

27. Acid, Fracture, Treatment, Cement Squeeze, etc.
Depth Interval Amount and Type of Material

3950' - 3960' Stage 12: 70% CO2 foam frac: 60 tons CO2; 354 bbis totalfluid; 40,000#20/40 White sand
4107' - 4138' Stage 11: 70% CO2 foam frac: 103 tonsCO2; 623 bbis total fluid; 80,200#20/40 White sand

4345' - 4376' Stage 10: 70% CO2 foam frac: 104 tons CO2; 582 bb1s total fluid; 80,100#20/40 White sand
5072' - 5082' Stage 9: 70% CO2 foam frac: 75 tons CO2; 432 bbis total fluid; 50,000# 20/40 White sand
28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced fested Production BBL MCF BBL Corr. API Gravity Flowing

2/9/08 2/21/08 24 2 2705 32
Choke Ibg. Press. Csg. 24 Hr Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing

21/64"
SO

1014 2 2705 32

28a. Production - Interval B
Date First Test Date Hours fest Oil Gas Water Oil Gravity Gas Production Method

Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status RECENED
Size Flwg. Press. Rate BBL MCF BBL Ratio

*(See instructions and spaces for additional data on page 2)

DN.0FO\L,GAS&



28b. Production - Interval C
Date First Test Date Hours fest Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Dil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedfor fuel,vented, etc.)
Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all importantzones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top

Formation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth

Wasatch' 2816'
North Hom 4748'

Dark Canyon 6543'
Price River 6790'

TD 7352'

32. Additional remarks (include plugging procedure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 7009'. Tubing has not been landed in this well. A revised report will be submitted at that time.

Production cement short at 1700'. Bradenhead pressures will be monitored.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full setreq'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cernent verification Core Analysis O Other:

34. I hereby certify that the foregoingand attached information is complete and correct as determined from all available records(see attached instructions)*

Name (please prind Tracey Fallang Title Environmental/Regulatory Analyst

Title 18 U.S.C.Section 1001 and TitW3U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any

false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page



Prickly Pear Unit Federal #9-17-12-15 Report Continued

26. PERFORATION RECORD (cont.) 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)

INTERVAL NO. PERFORATION
(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPE OF MATERIAL

6242' 6252' 0.43" 30 Open Stg 6 70% CO2 foam frac: 78 tons CO2 515 bbls total fluid 50,100# 20/40 White Sand

6322' 6396' 0.43" 36 Open Stg 5 70% CO2 foam frac: 181 tons CO2 1123 bbls total fluid 130,200# 20/40 White Sand

6536' 6558' 0.43" 30 Open Stg 4 70% CO2 foam frac: 124 tons CO2 735 bbls total fluid 74,900# 20/40 White Sand

6738' 6777' 0.43" 30 Open Stg 3 70% CO2 foam frac: 143 tons CO2 702 bb1stotal fluid 90,000# 20/40 White Sand

6946' 6987' 0.43" 27 Open Stg 2 70% CO2 foam frac: 112 tons CO2 640 bbls total fluid 70,200# 20/40 White Sand

7161' | 7184' 0.43" 30 Open Stg 1 70% CO2 foam frac: 100 tons CO2 570 bbls total fluid 60,100# 20/40 White Sand

*Depth intervals for frac information same as perforation record



ffallang
CONFIDENTI

DEPARTMENT OF
TAHE

TERIOR ' ul 3 20'O
BUREAU OF LAND MANAGEMENT .

• ' :
' 5. Lease Serial No.

I s , .
UTU-73006

SUNDRYNOTICES AND REPORTS ON WELLS 6.IfIndian, Allo
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Pri:\:ly Paar Unit! UTU 0701871. Type of Well

Oil Well Gas Well O Other Fr i
Pae

n
tNF

deral 9-17-12-15
2. Name of Overator 9. API Well No.
BillBarrett Corporation 43-007-31287
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M., or Survey Description) 1l. Country or Parish, State
NESE, 205T FSL, 687' FEL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY

O Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice O Convertto Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITYFROM 05/08/2008 THROUGH 05/19/2008
REPORT#28

Completion report filed 03-12-2008, however tubingwas not landed and Frac Plugs remained. This report is a continuation of completionactivities to land
tubing.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 05/21/2008

THIS ACE FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departme t afted States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction,

(Instructions on page



REGULATORYCOMPLETION SUMMARY r
WELLCOftE

Well Name : Prickly Pear Fed. #9-17-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NESE-17-12S-15E-W26M 43-007-31287

Ops Date : 5/8/2008 Report #: 28

AFE #: 14239D

Summary : Production . Schlumberger Run End Time Description
Production log.

12:00 PM Schlumberger run Production logs.

Report by Decision Dynamics Technology Ltd. Wellcore Version 4 3 11 May 22, 2008 Page



tfallangForm 3160-4
(August 2007) CONFIDENTIAL-UNITED STATES ,

FORM APPROVEDDEPARTMENT OF THE INTERIOR 0MB NO. 004-0137
BUREAU OF LAND MANAGEMENT ires: Jul « 1, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND OG 5. Lease Serial No.
UTU-73006

la. Type of Well UOil Well Gas Well Dry O Other 6. If Indian,Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff. Resvr., N/A

7. Unit or CA Agreement Name and No.Other:
Prickly Pear / UTU-79487

2. Name of Operator 8. Lease Name and Well No.Bill Barrett Corporation Prickly Pear UnitFederal 9-17-12-15
3. AddreSS 1099 18th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31287
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Undesignated / Wasatch-Mesaverde
At surface NESE, 2057' FSL, 687' FEL 11. Sec., T., R., M., on Block and

Survey or Area
Sec. 17, T12S-Ri5E

At top prod. intervalreported below verticalwell 12. County or Parish 13. State

At total depth vertical well Carbon County UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 02/03/2008 17. Elevations (DF, RKB, RT, GL)*
10/21/2007 11/07/2007 OD & A Ready to Prod. 7420' ungraL

18. Total Depth: MD 7352' 19. Plug Back T.D.: MD 7295' 20. Depth Bridge Plug Set: MD N/A
TVD N/A TVD N/A TVD

21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)
Triple Combo, CCL/CBL/GR, Mud Log Was DST run? No Yes (Submit report)

Directional Survey? No Yes_(Submit coEY3
23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#/ft.) Top (MD) Bottom (MD)
Stage Cemhenter No of SCksna Slur

L Cement Top* Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J55 36# 0 1038' 450 Premium 92 bbis Surface

8 3/4" & 4 1/2" P110 11.6# 0 7339' 1520 50/50 Poz 404 bbis 1700'
7 7/8"

I I
24. TubingRecord

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2 3/8" 7160'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size | No. Holes Perf. Status
A) Wasatch (inc North Hom) 3950' 6541' 3950' - 3960' 0.43" 30 Open
B) Mesaverde 6553' 7184' 4107' - 4138' 0.43" 30 Open
C) 4345' - 4376' 0.43" 33 Open
D) 5072' - 5082' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material
3950'- 3960' Stage 12: 70% CO2 foam frac: 60 tons CO2; 354 bbis total fluid; 40,000#20/40 White sand
4107' - 4138' Stage 11: 70% CO2 foam frac: 103 tons CO2; 623 bbis total fluid; 80,200# 20/40 White sand
4345' - 4376' Stage 10: 70% CO2 foam frac: 104 tons CO2; 582 bbis total fluid; 80,100# 20/40 White sand
5072' - 5082' Stage 9: 70% CO2 foam frac: 75 tons CO2; 432 bbis total fluid; 50,000# 20/40 White sand
28. Production - Interval A
Date First Test Date Hours fest Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity Flowing
2/9/08 2/21/08 24 2 2705 32

Choke Tbg. Press. Osg. 24 Hr Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing

21/64"
SO

1014 2 2705 32
28a. Production - Interval B
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio RECE

*(See instructions and spaces for additional data on page 2)

ON.0FO\L,GAS&



28b. Production - Interval C
ÓateFirst restDate Hours Test 3il Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. Oil 3as Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedforfuel,vented, etc.)
Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all importantzones of porosity and contents thereof: Cored inteivals and all drill-stemtests,
including depth interval tested, cushion used, time tool open, flowingand shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch' 2816'
North Hom 4748'

Dark Canyon 6543'
Price River 6790'

TD 7352'

32. Additional remarks (includeplugging procec ure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 7009'. Tubing has not been landed in this well. A revised report will be submitted at that time.

Production cement short at 1700'. Bradenhead pressures will be monitored.

33. Indicate which itemshavebeen attached by placinga check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report O DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Malysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name easeprint racey ng Title Environrnenta71/Re latory A a t

Title 18 U.S.C. Section1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency of the United States any
false, fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Continuedon page 3) (Form 3160-4, page



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old Operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Prickly Pear
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Prickly Pear Unitxls



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal Federal GW APD
PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal Federal GW APD
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal Federal GW APD
PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 7 120S 150E 4300750094 Federal Federal GW APD
PRICKLY PEAR U FED l1-7D-12-15 7 120S 150E 4300750095 Federal Federal GW APD
PRICKLY PEAR U FED 13-7D-12-15 7 120S 150E 4300750096 Federal Federal GW APD
PRICKLY PEAR U FED 14-7D-12-15 7 120S 150E 4300750097 Federal Federal GW APD
PRICKLYPEARUF ll-8D-12-15 8 120S 150E 4300750124 Federal Federal GW APD
PRICKLY PEARUF 12-8D-12-15 8 120S 150E 4300750125 Federal Federal GW APD
PRICKLY PEAR UF 13-8D-12-15 8 120S 150E 4300750126 Federal Federal GW APD
PRICKLY PEARUF 14-8D-12-15 8 120S 150E 4300750127 Federal Federal GW APD
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal Federal GW APD
PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal Federal GW APD
PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal Federal GW APD
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal Federal GW APD
PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal Federal GW APD
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal Federal GW APD
PRICKLY PEAR UF l6-21D-12-15 21 120S 150E 4300750134 Federal Federal GW APD
PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal Federal GW APD
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal Federal GW APD
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal Federal GW APD
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal Federal GW APD
PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal Federal GW APD
PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal Federal GW APD
PRICKLY PEAR UF l0A-22D-12-15 22 120S l50E 4300750165 Federal Federal GW APD
PRICKLY PEARUF llA-22D-12-15 22 120S 150E 4300750166 Federal Federal GW APD
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal Federal GW APD
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal Federal GW APD
PRICKLY PEAR UF l5A-22D-12-15 22 120S l50E 4300750169 Federal Federal GW APD
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal Federal GW APD
PRICKLYPEARUF15A-15D-12-15 15 120S 150E 4300750180 Federal Federal GW APD
PRICKLYPEARUF llB-15D-12-15 15 120S 150E 4300750181 Federal Federal GW APD
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal Federal GW APD
PRICKLY PEAR UF 3A-18D-12-15 7 120S 150E 4300750185 Federal Federal GW APD
PRICKLY PEAR UF 4A-18D-12-15 7 120S 150E 4300750186 Federal Federal GW APD
PRICKLY PEARUF llA-7D-12-15 7 120S 150E 4300750187 Federal Federal GW APD
PRICKLY PEAR UF 2-18D-12-15 7 120S 150E 4300750188 Federal Federal GW APD
PRICKLY PEAR UF 12A-7D-12-15 7 120S 150E 4300750189 Federal Federal GW APD
PRICKLY PEAR UF 13A-7D-12-15 7 120S 150E 4300750190 Federal Federal GW APD
PRICKLY PEAR UF l4A-7D-12-15 7 120S 150E 4300750191 Federal Federal GW APD
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal Federal GW APD
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal Federal GW APD
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal Federal GW APD
PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal Federal GW APD
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal Federal GW APD
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal Federal GW APD
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal Federal GW APD
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal Federal GW APD
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal Federal GW APD
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal Federal GW APD
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal Federal GW APD
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal Federal GW APD
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal Federal GW APD
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal Federal GW APD
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal Federal GW APD
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal Federal GW APD
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal Federal GW APD
PRICKLY PEAR UF lA-18D-12-15 7 120S 150E 4300750225 Federal Federal GW APD
PRICKLY PEAR UF 2A-18D-12-15 7 120S 150E 4300750226 Federal Federal GW APD
PRICKLY PEAR UF 9A-7D-12-15 7 120S 150E 4300750227 Federal Federal GW APD
PRICKLY PEAR UF 10A-7D-12-15 7 120S 150E 4300750228 Federal Federal GW APD
PRICKLY PEAR UF 15A-7D-12-15 7 120S 150E 4300750229 Federal Federal GW APD
PRICKLY PEAR UF 16A-7D-12-15 7 120S 150E 4300750230 Federal Federal GW APD
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal Federal GW APD
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal Federal GW APD
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal Federal GW APD
PRICKLY PEAR UF 12A-8D-12-15 8 120S 150E 4300750236 Federal Federal GW APD
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal Federal GW APD
PRICKLY PEAR UF l lA-8D-l2-15 8 120S 150E 4300750238 Federal Federal GW APD
PRICKLY PEAR UF 13A-8D-12-15 8 120S 150E 4300750239 Federal Federal GW APD
PRICKLY PEAR UF 14A-8D-12-15 8 120S 150E 4300750240 Federal Federal GW APD
PRICKLY PEAR UF 5A-8D-12-15 8 120S 150E 4300750260 Federal Federal GW APD
PRICKLY PEAR UF 6A-8D-12-15 8 120S 150E 4300750261 Federal Federal GW APD
PRICKLY PEAR UF 4-8D-12-15 8 120S 150E 4300750262 Federal Federal GW APD
PRICKLY PEAR UF 3-8D-12-15 8 120S 150E 4300750263 Federal Federal GW APD
PRICKLY PEAR UF 2-8D-12-15 8 120S 150E 4300750264 Federal Federal GW APD
PRICKLY PEAR UF 7A-8D-12-15 8 120S 150E 4300750265 Federal Federal GW APD
PRICKLY PEAR UF 7-8D-12-15 8 120S 150E 4300750266 Federal Federal GW APD
PRICKLY PEAR UF 5-8D-12-15 8 120S 150E 4300750267 Federal Federal GW APD
PRICKLY PEAR UF 6-8D-12-15 8 120S 150E 4300750268 Federal Federal GW APD
PRICKLY PEAR UF 10A-8D-12-15 8 120S 150E 4300750269 Federal Federal GW APD
PRICKLY PEAR UF 9A-8D-12-15 8 120S 150E 4300750270 Federal Federal GW APD
PRICKLY PEAR UF 8-8D-l2-15 8 120S 150E 4300750271 Federal Federal GW APD
PRICKLY PEAR UF 1-8D-12-15 8 120S 150E 4300750272 Federal Federal GW APD
PRICKLY PEAR UF 8A-8D-12-15 8 120S 150E 4300750273 Federal Federal GW APD
PRICKLY PEAR UF 5-9D-12-15 9 120S 150E 4300750274 Federal Federal GW APD
PRICKLY PEAR UF 5A-9D-12-15 9 120S 150E 4300750275 Federal Federal GW APD
PRICKLY PEAR UF 4-9D-12-15 9 120S 150E 4300750276 Federal Federal GW APD
PRICKLY PEAR UF 3-9D-12-15 9 120S 150E 4300750277 Federal Federal GW APD
PRICKLY PEAR UF 6A-9D-12-15 9 120S 150E 4300750278 Federal Federal GW APD
PRICKLY PEAR UF l1-9D-12-15 9 120S 150E 4300750279 Federal Federal GW APD
PRICKLY PEAR UF 12A-9D-12-15 9 120S 150E 4300750280 Federal Federal GW APD
PRICKLY PEAR UF 6-9D-12-15 9 120S 150E 4300750281 Federal Federal GW APD
PRICKLY PEAR UF llA-9D-12-15 9 120S 150E 4300750282 Federal Federal GW APD
PRICKLY PEAR US lX-16D-12-15 10 120S 150E 4300750283 State Federal GW APD
PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal Federal GW APD
PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal Federal GW APD
PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal Federal GW _ APD
PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal Federal GW APD
PRICKLY PEAR UF 13-10D-l2-15 10 120S 150E 4300750288 Federal Federal GW APD
PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal Federal GW APD
PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal Federal GW APD
PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal Federal GW APD
PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal Federal GW APD
PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal Federal GW APD
PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal Federal GW APD
PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal Federal GW APD
PRICKLYPEARUF13A-llD-12-15 15120S150E4300750296 Federal Federal GWAPD
PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal Federal GW APD
PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal Federal GW APD
PRICKLYPEARUFll-10D-12-15 10120Sl50E00750300 Federal Federal GWAPD
PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal Federal GW APD
PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal Federal GW APD
PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal Federal GW APD
PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal Federal GW APD
PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal Federal GW APD
PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal Federal GW APD
PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal Federal GW APD
PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal Federal GW APD
PRICKLY PEAR UF 3-7D-12-15 7 120S 150E 4300750309 Federal Federal GW APD
PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal Federal GW APD
PRICKLY PEAR UF 6-7D-12-15 7 120S 150E 4300750311 Federal Federal GW APD
PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal Federal GW APD
PRICKLY PEAR UF 6A-7D-12-15 7 120S 150E 4300750313 Federal Federal GW APD
PRICKLY PEAR UF 7A-7D-12-15 7 120S 150E 4300750314 Federal Federal GW APD
PRICKLY PEAR UF 8A-7D-12-15 7 120S 150E 4300750315 Federal Federal GW APD
PRICKLY PEAR UF 6X-17D-12-15 17 120S l50E 4300750316 Federal Federal GW APD
PRICKLYPEARUFllA-17D-12-15 17120Sl50E4300750317 Federal Federal GWAPD
PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal Federal GW APD
PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal Federal GW APD
PRICKLY PEAR UF 1-7D-12-15 7 120S 150E 4300750320 Federal Federal GW APD
PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal Federal GW APD
PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal Federal GW APD
PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal Federal GW APD
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal Federal GW APD
PRICKLY PEAR UF 2-7D-12-15 7 120S 150E 4300750325 Federal Federal GW APD
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal Federal GW APD
PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal Federal GW APD
PRICKLY PEARUF 15A-20D-12-15 20 120S 150E 4300750328 Federal Federal GW APD
PRICKLY PEAR UF 8-7D-12-15 7 120S 150E 4300750329 Federal Federal GW APD
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal Federal GW APD
PRICKLY PEAR UF 7-7D-12-15 7 120S 150E 4300750331 Federal Federal GW APD
PRICKLY PEAR UF 6-10D-12-15 9 120S 150E 4300750332 Federal Federal GW APD
PRICKLY PEAR UF 5A-10D-12-15 9 120S 150E 4300750333 Federal Federal GW APD
PRICKLY PEAR UF l lA-10D-12-15 9 120S 150E 4300750334 Federal Federal GW APD
PRICKLY PEAR UF 6A-10D-12-15 9 120S 150E 4300750335 Federal Federal GW APD
PRICKLY PEAR UF 5-10D-12-15 9 120S 150E 4300750336 Federal Federal GW APD
PRICKLY PEAR UF 12A-10D-12-15 9 120S 150E 4300750338 Federal Federal GW APD
PRICKLY PEAR UF 3-10D-12-15 9 120S 150E 4300750339 Federal Federal GW APD
PRICKLY PEAR UF 4-10D-12-15 9 120S 1505 4300750340 Federal Federal GW APD
PRICKLY PEAR UF 8-9D-12-15 9 120S 150E 4300750341 Federal Federal GW APD
PRICKLY PEAR UF 8A-9D-12-15 9 120S 150E 4300750342 Federal Federal GW APD
PRICKLY PEAR UF 7A-9D-12-15 9 120S 150E 4300750343 Federal Federal GW APD
PRICKLY PEAR UF 7-9D-12-15 9 120S 150E 4300750344 Federal Federal GW APD
PRICKLY PEAR UF 1-9D-12-15 9 120S 1505 4300750345 Federal Federal GW APD
PRICKLY PEAR UF 2-9D-l2-15 9 120S 150E 4300750346 Federal Federal GW APD
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal Federal GW APD
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal Federal GW APD
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal Federal GW OPS
PRICKLY PEAR US lA-16D-12-15 9 120S 150I 4300750192 14794 State Federal GW OPS
PRICKLY PEAR US 2A-16D-12-15 9 120S 150E 4300750193 14794 State Federal GW OPS
PRICKLY PEAR US 2-16D-12-15 9 120S 150E 4300750194 14794 State Federal GW OPS
PRICKLY PEAR UF 9A-9D-12-15 9 120S 150E 4300750196 14794 Federal Federal GW OPS
PRICKLY PEARUF 10-9D-12-15 9 120S 150E 4300750197 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10A-9D-12-15 9 120S 150E 4300750198 14794 Federal Federal GW OPS



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
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Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 14-9D-12-15 9 120S 150E 4300750199 14794 Federal Federal GW OPS
PRICKLY PEAR UF 14A-9D-12-15 9 120S 150E 4300750200 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15-9D-12-15 9 120S 150E 4300750201 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15A-9D-12-15 9 120S 150E 4300750203 14794 Federal Federal GW OPS
PRICKLY PEAR UF 16A-9D-12-15 9 120S 150E 4300750204 14794 Federal Federal GW iPS
STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal Federal GW P
PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State State GW P
PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal Federal GW P
PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State State GW P
PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State State GW P
PRICKLY PEAR U ST 7-16 16 120S 1501 4300730945 14794 State State GW P
PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal Federal GW P
PRICKLY PEAR U ST 36-06 36 120S 15¾ 4300731018 14794 State State GW P
PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal Federal GW P
PRICKLY PEAR U FED l5-21-12-15 21 120S 150E 4300731164 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal Federal GW P
PRICKLY PEAR U FED l l-17D-12-15 17 120S 150E 4300731184 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal Federal GW P
PRICKLY PEAR ll-l5D-12-15 22 120S 150E 4300731189 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal Federal GW P
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal Federal GW P
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal Federal GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State State GW P
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-27D-12-15 22 120s W 4300731239 14794 Federal Federal GW P
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State State GW P
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal Federal GW P
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal Federal GW P
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State State GW P
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal Federal GW P
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal Federal GW P
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal Federal GW P
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal Federal GW P
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal Federal GW P
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal Federal GW P
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal Federal GW P
PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal Federal GW P
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal Federal GW P
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal Federal GW P
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal Federal GW P
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal Federal GW P
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal Federal GW P
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal Federal GW P
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Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal Federal GW P
PPT]FEI3 12-1713-12-15 17 120S 150E 4300731309 14794 Federal Federal GVV P
PPUFED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal Federal GVV P
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal Federal GW P
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal Federal GW P
PP1]FEI3 8-18D-12-15 18 120S 150E 4300731313 14794 Federal Federal GVV P
PPU)FED3-18D-12-15 18 120S 150E 4300731314 14794 Federal Federal GNV P
PP1]FEIJ4-18-12-15 18 120S 150E 4300731315 14794 Federal Federal 139V P
PP1]FEI3 5-18D-12-15 18 120S 150E 4300731316 14794 Federal Federal GVV P
PP1]FEI36-18D-12-15 18 120S 150E 4300731317 14794 Federal Federal GVV P
PPU FED 16-17D-l2-15 17 120S 150E 4300731321 14794 Federal Federal GW P
PP1]ST 15-16D-12-15 16 120S 150E 4300731322 14794 State State GNV P
PPU ST 16-16D-12-15 16 120S Ï50E 4300731323 14794 State State GW P
PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State State GW P
PPIJFEI33-21D-l2-15 21 120S 150E 4300731328 14794 Federal Federal GNV P
PPUFED4-:21D-12-15 21 120S 150E 4300731329 14794 Federal Federal GNV P
PPT]FEI3 13-15D-12-15 22 120S 150E 4300731358 14794 Federal Federal A39V P
PPlJFED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal Federal GNV P
PP1]FEI34-2213-12-15 22 120S 150E 4300731360 14794 Federal Federal GNV P
PPIJFEI) 6-2213-12-15 22 120S 150E 4300731361 14794 Federal Federal GNV P
PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal Federal GW P
PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal Federal GW P
PPU FED 5A-27D-12-15 28 120S 150E 00731364 14794 Federal Federal GW P
PPIJFEI) lAL-2813-12-15 28 120S 150E 4300731368 14794 Federal Federal GNV P
PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal Federal GW P
PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal Federal GW P
PPUFED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal Federal GVV P
PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal Federal GW P
PPT]FEI3 12-22D-12-15 22 120S 150E 4300731398 14794 Federal Federal (39V P
PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal Federal GW P
PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal Federal GW P
PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal Federal GW P
PPUFED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal Federal GNV P
PP1]FEI36-2lD-12-15 21 120S 150E 4300731413 14794 Federal Federal (39V P
PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal Federal GW P
PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal Federal GW P
PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal Federal GW P
PP1]FEI32-20:D-12-15 20 120S 150E 4300731421 14794 Federal Federal (39V P
PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State State GW P
PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State State GW P
PPUST 10A-16D-12-15 16 120S 150E 4300731424 14794 State State GNV P
PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State State GW P
PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal Federal GW P
PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State State GW P
PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State State GW P
PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State State GW P
PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State State GW P
PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State State GW P
PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State State GW P
PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State State GW P
PP1]FED 10-7D-12-15 7 120S 150E 4300731470 14794 Federal Federal GVV P
PPU FED 15-7D-12-15 7 120S 150E 4300731471 14794 Federal Federal GW P
PPIJFEI)9-713-12-15 7 120S 150E 4300731472 14794 Federal Federal GNV P
PPU FED 16-7D-12-15 7 120S 150E 4300731473 14794 Federal Federal GW P
PPUST6A-16D-12-15 16 120S 150E 4300731477 14794 State State GVV P
PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State State GW P
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PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State State GW P
PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State State GW P
PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State State _ GW P
PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State State GW P
PPU ST 9A-16D-Ïil5 16 120S 150E 4300731485 14794 State State GW P
PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State State GW P
PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State State _ GW P
PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State State GW P
PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal Federal GW P
PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal Federal GW P
PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-21D-1205 21 120S 150E 4300750057 14794 Federal Federal GW P
PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-8D-12-15 8 120S 150E 4300750059 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-8D-12-15 8 120S 150E 4300750060 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-17D-12-15 8 120S 150E 4300750061 14794 Federal Federal GW P
PRICKLY PEAR U FED lA-17D-12-15 8 120S 150E 4300750062 14794 Federal Federal GW P
PRICKLY PEAR U FED l-22D-12-15 32 120S 150E 4300750076 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300"l50077 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-17D-12- 17 120S 150E 4300750079 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal Federal GW P
PRICKLY PEAPe U FED 4A-17Di2-15 17 120S 150E 4300750082 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-12D-l2-14 12 120S 140E 4300750088 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-12D-T2-14 12 120S 140E 4300750090 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-20D-12-Ì5 20 120S 150E 4300750100 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-20D-l2-15 20 120S 50E 4300750104 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal Federal GW P
PRICKLY PEAR U FED l lA-20Ifl2-15 20 120S 150E 4300750106 14794 Federal Federal GW P
PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal Federal GW P
PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal Federal GW P
PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal Federal GW P
PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal Federal GW P
PRICKLY PEAR UF 16A-8D-12-15 8 120S 150E 4300750140 14794 Federal Federal GW P
PRICKLY PEAR UF 15A-8D-12-15 8 120S 150E 4300750141 14794 Federal Federal GW P
PRICKLY PEAR UF 13A-9D-12-15 8 120S 150E 4300750142 14794 Federal Federal GW P
PRICKLY PEAR UF 13-9D-12-15 8 120S 150E 4300750143 14794 Federal Federal GW P
PRICKLY PEAR UF 12-9D-12-15 8 120S 150E 4300750144 14794 Federal Federal GW P
PRICKLY PEAR UF 10-8D-l2-15 8 120S 150E 4300750145 14794 Federal Federal GW P
PRICKLY PEAR UF 9-8D-12-15 8 120S 150E 4300750146 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-17D-12-15 8 120S 150E 4300750147 14794 Federal Federal GW P
PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-22D-12-15 22 l20S 150E 4300750172 14794 Federal Federal GW P
PRICKLY PEAR UF 6A-22D-l2-15 22 120S 150E 4300750173 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal Federal GW P
PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal Federal GW P
PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal Federal GW P
PRICKLY PEAR UF 9-9D-12-15 9 120S 150E 4300750195 14794 Federal Federal GW P
PRICKLY PEAR UF 16-9D-12-15 9 120S 150E 4300750202 14794 Federal Federal GW P
PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal Federal GW
PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal Federal GW P
PRICKLY PEAR U ST 5-16 16 20S 150E 4300730943 14794 State State GW S
PRICKLY PEAR U FED 7-28D-l2-15 21 120S 150E 4300731165 14794 Federal Federal GW S
PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal Federal GW
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal Federal GW S
PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal Federal GW S
PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 430050087 14794 Federal Federal GW S



STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. 1FINDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill newwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER (see attached well list)

2. NAMEOFOPERATOR: 9. APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX ZIP77002 (713) 659-3500
4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

1/1/2014 [ ] CHANGE TO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATlONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVEBEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏZM659 NSD004TL e 9224 , STATE/FEE BOND # ÔO23 | )

BILLBARRETT CORPORATION ENERVEST OPERATING, LLC

Age AVA AME (PLEASE PRINT) pung, i ty.)L36z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President- ÒTRECTOR- RE6ULATO
EH&S, Government and Regulatory Affairs L.

NAME(PLEASE PRINT) RONNIE YOUNG TITLE DIRECTOR - REGULATORY

SIGNATURE DATE 12/10/2013

(ThisspaceforStateuseoAPPROVED RECEIVED
JAN28 201g JAN0 7 20M

(5/2000) eeInstructionsonReverseSide) DIV.OF OlL,GAS&



UDOGM CHANGE OF OPERATOR WELLLIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit
JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A
JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A
PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT
HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD
HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-27D-12-IS 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT
PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR

PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF S-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11A-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-9D-lg-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR

HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT

PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR

PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR

SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLYPEARLIST2-36-12-15 36 120S 150E 4300731226 15719 State (IY/ P

PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR

PPU FED ll-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR

PPU FED l1-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR

PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR

PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR

PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT

PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT

PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT

PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT

PPIJFED 8-34-12-16 34 120S 160E 4300731279 2470 Federal GVV P PETERS P(3DST

PP ST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State (TY/ P

PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR

PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR

PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR
PPUFED9-17-12-15 17 120S 150E 4300731287 14794 Federed CinT P PRlC3CLYPEAdì

PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR

PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR

PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT

PPUFED 1-18D-12-15 18 120S 150E 4300731294 14794 Federed CPN P PRICSCLYPEAR

PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR

PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR

PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR

PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR

PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR

PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR

PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR

PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR

PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-2lD-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST SA-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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